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A USTRALIA

KAWASAKI

+ Simply move screw to other hole and finger-tighten to convert from internal to external (or reverse).

* Available in straight, 45° and 90° offsets. ngh (arbon, ha.rdened
steel for durability and
+ 0.038” to 0.090” tip diameters. St'ength K A w A S A K I

* Cushion grip handles.

Black oxide finish resists
* 6- and 12-piece kits available. rust and corrosion

iz Product Catalogue 2019
2D C Phone: 1800 686 657
FAX: 1800 670 107

Email: Orders@traxtools.com.au

PART NO. DESCRIPTION
IR-38 Standard Convertible
(NS 5120-00-080-0874)
IR-3845 Standard Convertible 038 45° . . 6
(NN 5120-00-930-5136)
IR-3800 Standard Convertible 038 o . . 6
R-47 Standard Convertible 047 r . . 6
IR-4745 Standard Convertible 047 45° . . 6
IR-47%0 Standard Convertible 047 o . . 6
IR-70 Standard Convertible 070 o . . 714
IR-7045 Standard Convertible o7 45° . . 7-14
IR-7000 Standard Convertible o7 o . . 7-114
IR-40 Standard Convertible 00 g . . 0-1/4
IR-0045 Standard Convertible 090 450 . . 014
IR-0000 Standard Convertible 090 o . . 0-1/4
Lock Ring Pliers

* For industrial and power transmission lock ring applications.

* Spring return for ease of operation.

KAWASAKI
TOOLS

* Cushion grips.
IR-47R— 8 1/2” Lock Ring Plier

IR-LRS—14" Lock Ring Plier
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AUSTRALIA

KAWASAKI

Policies

K AWASAKI
N Ml ] I [

o Inlmum nVOIce 9Pcs
10Pcs
1Pc

ELS Over $300+GST
(1] 1Pc
1Pc
i 2Pcs
Flat Rate Freight For Order Under F.IS
(1] 1Pc
8Pcs
i i 7Pcs
Country Of Origin Guaranteed
1Pc
Freight
5Pcs
TRAX Kawasaki Australia use contracted freight companies.
1P
If the customer wishes to use their own freight company, pickup must be organised by the customer. ¢
No responsibility shall be taken by TRAX Kawasaki Australia for goods sent via non contracted carriers. 22Pcs
Delivery to “Third Party Addresses” can be arranged, however no responsibility can be accepted by TRAX =

Kawasaki Australia once the consignment leaves our premises.

Warranties

All TRAX Kawasaki tools are covered by a limited 12 month warranty against manufacturers faults and/or
defects.

Should problems arise due to operator faults or negligence e.g. no oil or dropped, no warranty shall apply.

Airtex reserves the option to Repair or Replace any warranty claim.

17Pc TRAX Tool Roll Up Set

Iltems returned for warranty must be done at the sender’s expense and must include a point of sale

1x PH2 Driver 5x Spanners (6, 7, 8,9 & 10mm)

document (invoice or copy of) showing the purchase date clearly.

1x PH1 Driver 1x 250mm Multigrips

Returns 1x 150mm Speed Wrench (ARX-S5150)

1x Long Nose Pliers (ARX-NP8)

1x Pliers (ARX-LP9) 1x Vise-Grip Pliers (7WR)

Notification of return must be given prior to despatch.

1x Side Cutters (ARX-DP7) 1x Hammer (ARX-7101)

1x 9mm Knife 1x Mini Hacksaw (208)

Any goods returned must be done so at the sender’s expense.
1x 200mm Shifter (ARX-62200)
All goods retuned must be accompanied with a copy of the original purchase invoice.

The items and packaging of the items must be in original packaging and resalable condition.
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Tool Kits

ARX-HT71

73Pcs 1/4" & 1/2" Dr. Socket Tool Set

1/4" Dr. 6PT Socket: 5, 6, 7, 8, 9, 10, 11, 12, 13mm
1/2" Dr. 12PT Socket: 10, 11, 12, 13, 14, 15, 17, 19, 22, 24mm
1/2" Wobble Extension Bar: 250mm

1/2" Ratchet Handle

Hammer

1/2" Universal Joint

1/2" Spark Plug Socket: 16, 21mm

1/4" Spanner Handle

1/2" (M) x 3/8" (F) T-M Head

Combination Wrench: 10, 11, 12, 13, 14, 15, 17, 19mm
Hex Key: 2.5, 3,4,5, 6,8, 10

250mm Water Pump Plier

160mm Linesman Plier

Screwdriver:

3-Slotted: 8x150mm, 6.5x100mm, Stubby 6.5x30mm
2-Phillips: #2x100mm, Stubby #2x30mm

Ratchet Bit Driver

@ 3,4,5,6,7, @ 1,2,3,@ 1,23,
3,4,5,6,7, :] T10, T15, T20, T25, T30

220-250V Tester

ARX-TR2

12Pc TRAX Tool Roll Up Set

1x Sunflag PH2 & S6

1x Long Nose Pliers (ARX-NP8)
1x Pliers (ARX-LP9)

1x Side Cutters (ARX-DP7)

1x 9mm Utility Knife (38G-S1)

1x 200mm Shifter (ARX-62200)
1x Industrial Scissors (ARX-1S700)
1x 250mm Multigrips

1x 200mm Prybar (AP-82208)

TRAX KAWASAKI 2019 Product Catalogue
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ARX-HKM9

Description: 9 Pcs Power Handle Hex Key Wrench[ARX-HKM9]

Material:S2 Steel

9Pcs:2, 2.5, 3,4,5,5.5,6,8, 10mm

ARX-HKSS8

Description: 8Pcs Power Handle Hex Key Wrench[ARX-HKS8]
Material:S2 Steel

8Pcs:5/64”, 3/32”,1/8”, 5/32”, 3/16”, 1/4”, 5/16", 3/8”"mm
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Description

Air Chisel/Hammer Guns
Air Drills

Air Dusters

Air Sanders/Polishers
Air Sanding Accessories
Air Saw

Air Screwdriver
Angle Grinders
Barrel Grinder
Bearing Pullers
Belt Linishers
Blind Rivnut Tools
BSW Whitworth
C' Spanners

Cut Off Tools

De Scalers

Die Grinders
Extension Bars
Flaring Tool Kits
G Clamps
Hammers

Hex Keys

Impact Driver
Impact Gun
Impact Sockets

In Hex Sockets

Locking Pliers
Imperial Circlip Pliers Page 122
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K AWASAKI

Page
61-65
26-29

7

103
40
47-53
54
40
30-31
43-46
39
74-85
53
58-60

AUSTRALIA

Description

Magnetic Trays
Measuring Tools
Palm Hammer/Nailer
Pliers

Punches

Ratchets

Regulators & Filters
Replacement Drill Chuck
Riveters

Safety Twist Pliers
Sand Blasters

Sand Rammer
Screwdrivers

Sheet Metal Tools
Shifters

100-102 Snips & Cutters

88
41-42
65-66
32-38

99

106
4
108

Socket Sets
Spanners

Spray Guns
Spring Balancers
Stud Extractors
Sunflag Japan
Tap & Die Sets
Tool Kits

119-120 Tool/Compressor Qil

108
10-20
21-23
96-97

5-6

Torque Multipliers
Torque Wrenches
Tyre Inflators
Vices

Wonder Guns
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AUSTRALIA

KAWASAKI

TRAX Vices & G Clamps

TRAX Mechanics Vices

ARX-BV100

100mm Vice

ARX-BV125
125mm Vice

ARX-BV150
150mm Vice

Forged
Spindle
with

Square
Threads

Page 4

TRAX G Clamps

ARX-G75
75mm G Clamp
Throat Depth 44mm / Frame Load 455Kg

ARX-G100
100mm G Clamp
Throat Depth 59mm / Frame Load 545Kg

ARX-G150
150mm G Clamp
Throat Depth 756mm/ Frame Load 635Kg

ARX-G200

200mm G Clamp $20.00+gst
Throat Depth 80mm/ Frame Load 775Kg

TRAX KAWASAKI 2019 Product Catalogue

ARX-HKS
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AUSTRALIA

KAWASAKI

S.A.E. LONG ARM

25 Pcs Metric & SAE Hex Wrench Set

13 Pcs Metric Size:
1.5mm x45x 14
2.0mm x50 x 16
2.5mm x 56 x 18
3.0mm x 63 x 20
4.0mm x 70 x 25
4.5mm x 75 x 26
5.0mm x 80 x 28
5.5mm x 85 x 30
6.0mm x 90 x 32
7.0mm x 95 x 34
8.0mm x 100 x 36
9.0mm x 106 x 38
10.0mm x 112 x 40
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12 Pcs SAE Size:
1/16" x77 x 14
5/64" x 83 x 16
3/32"x90x 18
7/64" x 94 x 19
1/8" x 96 x 20
9/64" x 102 x 22
5/32" x 105 x 24
3/16" x 115 x 26
7/32" x 124 x 28
1/4" x 133 x 30
5/16" x 154 x 36
3/8" x 170 x 40

Hex Keys

Item No./Type

ARX-66099
Extra Long Length

ARX-66199

Extra Long Length

ARX-66096
Extra Long Length

Description

9pcs. Ball end Hex Key Set (Metric)

Size:1.5,2,25,3,4,5,6, 8, 10mm
9pcs. Ball end Hex Key Set (SAE)

Size:1/16”, 5/64", 3/32”,1/8", 5/32", 3/16”, 1/4”, 5/16", 3/8”

9pcs. TORX Tamper Proof Set

Size:T10, T15, T20, T25, T27, T30, T40, T45, T50

ARX-25BHKS

25 Pcs Long Arm Ball End Hex Key Set

13 Pcs Metric Size:
1.5mmx 77 x 14
2.0mmx 83 x 16
2.5mmx90x 18
3.0mm x 96 x 20
4.0mm x 105 x 24
4.5mm x 112 x 25
5.0mm x 115 x 26
5.5mm x 124 x 28
6.0mm x 133 x 30
7.0mm x 137 x 34
8.0mm x 154 x 36
9.0mm x 156 x 38
10.0mm x 170 x 40

TRAX KAWASAKI 2019 Product Catalogue

12 Pcs SAE Size:
1/16" x77 x 14
5/64" x 83 x 16
3/32"x90x 18
7/64" x 94 x 19
1/8" x 96 x 20
9/64" x 102 x 22
5/32" x 105 x 24
3/16" x 115 x 26
7/32" x 124 x 28
1/4" x 133 x 30
5/16" x 154 x 36
3/8" x 170 x 40
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KAWASAKI
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Torque Multipliers

AUSTRALIA

KAWASAKI

Complete 13Pc Locking Plier Wall Display

ARX-TM465

5Pc 1/2"F x 3/4"M 1300N-m Torque Multiplier Set

Square Drive

Gear Ratio

Torque Ratio

Max Input Torque
Max Output Torque

ARX-TM685

1/2” FX3/4" M

1:9

1:5

206 N-m
1,300 N-m

3Pc 3/4"F x 1"M 2700N-m Torque Multiplier Set

Square Drive

Gear Ratio

Torque Ratio

Max Input Torque
Max Output Torque

ARX-TM11614

3/4"FX1"M
1:5

1:5

540 N-m
2,700 N-m

7Psc 1/2"F x 3/4"M 1500N-m Torque Multiplier Set

Square Drive
Gear Ratio
Torque Ratio
Max Input Torque

Max Output Torque

ARX-TM11714

Square Drive

Gear Ratio

Torque Ratio

Max Input Torque
Max Output Torque

1/2” FX3/4" M

1:9

1:6.5

231 N-m
1,500 N-m

7Psc 3/4"F x 1”"M 2500N-m Torque Multiplier Set

3/4"FX1"M
1:4

1:3.3

758 N-m
2,500 N-m
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ARX-LPD

13Pc TRAX Locking Plier Wall Display

Guaranteed Quality &

SRR

| 1\"{ "X Locking T&EIE Center

‘ }

Includes

ARX-308XA 10” Curved X Jaw Pliers
ARX-309SA 10” Straight Jaw Pliers
ARX-308AS 10” Curved Jaw Pliers
ARX-511CA 11” Locking C Clamp
ARX-611CS 11” Locking Swivel Pad C Clamp
ARX-318CW Locking Chain Wrench
ARX-305AS 5” Curved Jaw w/cutter
ARX-506CA 6” Locking C Clamp
ARX-607CS 6" Locking Swivel Pad C Clamp
ARX-307AS 7” Curved Jaw w/Cutter
ARX-808SG Sheet Metal Locking Plier
ARX-408LA 9” Long Nose Locking Plier
ARX-708WGLocking Weld Clamp

ARX-DSPD1

Empty Display Board Available Separately

ARX-DSPD1 Display Board **Free with ARX-LPD**
Page 5 TRAX KAWASAKI 2019 Product Catalogue
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KAWASAKI KAWASAKI

Locking Pliers

Torque Wrenches

Curved Jaw Locking Pliers Sheet Metal Locking Pliers
S Part# Length  Jaw Max "M Part # Length  Jaw Max ARX_TWO 1 1 ARX_TWO 12
; Opening -

Square Drive 3/8” Square Drive 1/2”

Opening ~ -
% £ o~
ARX-305AS 150mm  25mm W% ARX-808SG 200mm  33mm
—— ? ©

ARX-307AS 175mm  38mm Torque Range 20~100 N-m

Torque Range 40~200 N-m

ARX-308AS 250mm  48mm Fine scale o2 fem rine e oo
420mm Length 560mm
Straight Jaw Locking Pliers Chain Grip Locking Pliers 1.0kg Weight 1.3g
W Part# Length  Jaw Max Part # Length  Chain
Opening Length

ARX-318CW  200mm  400mm

- m,;w&’
Bl o ” A,&-
i%;ﬂ/@// ARX-309SA 250mm  40mm
%

Adjusting

Push Unlock

Release Lock

(Square) X Jaw Locking Pliers Welders Grip Locking Pliers

gé* ek ength - Jow Wi Parth  Length  Jaw Max ARX-TW30100 ARX-TW40200

Opening

¢ ARX-308XA  250mm  45mm ARX-708WG  200mm  45mm Square Drive 3/8” Square Drive 1/2”
\ Torque Range 207100 N-m Torque Range 40~200 N-m
Fine Scale 0.5N-m Fine Scale 0.5N-m
Length 405mm Length 500mm

Long Nose Jaw Locking Pliers
¥ Part# Length  Jaw Max
Opening

Weight 1.0kg Weight 1.2g

Unlock
ARX-408LA 225mm  43mm

C Clamp Locking Pliers Adjusting

Part # Length  Jaw Max

Opening ARX-TW34351 ARX-TW34451

ARX-506CA 150mm  37mm

Square Drive 3/8” Square Drive 1/2”

ARX-511CA 275mm  80mm

Torque Range  20~100 N-m Torque Range 40~200 N-m

Fine Scale 0.5N-m Fine Scale 1N-m
Swivel Pad C Clamp Locking Pliers Length 400 mm Length 517mm
Part # Length Jaw Max Width 32mm Width 42mm

Opening Weight 0.95kg

Features
/Canversion Table ﬁrggngmig Handle

Aprint-on ¢ Ergonomic handle and
conversion table for g unique texture
quick reference. fo W - prevents fatigues.

)

Weight 1.3kg
ARX-607CS 175mm  37mm

ARX-611CS 275mm  80mm

V/Ring Scale
Turn knob for
accurate and easy
adjusting the scale.
Unique design grip
prevents slipping
when turning.

Easy Readable Scale
Convex lens enlarges
the scale reading.
No more mis-reading.
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K AWASAKI
KAWASAKI

Screw Drivers Air Dusters / Ratchets

SUNFLAG 9Pc Screwdriver Set
ARX-SF9P

SUNFIAT.
G | =

Made In House At TRAX Kawasaki
TRAX Kawasaki Air Dusters

ARX-ADG20B— 20”/500mm Air Duster
ARX-ADG13B— 13”/330mm Air Duster

| Specifications:

®  ARX-SF+0x150P 0x150 Phillips Driver ARX-ADG4B— 4”/100mm Air Duster
®  ARX-SF+1x75P #1x75 Phillips Driver
®  ARX-SF+2x100P #2x100 Phillips Driver
®  ARX-SF+2x150P #2x150 Phillips Driver
®  ARX-SF-4x150P 4x150 Flat Blade Driver
®  ARX-SF-5.5x75B 5.5x75 Flat Blade Driver ARX-MM382
®  ARX-SF-6x150B 6x150 Flat Blade Driver 3/8” Mini Air Ratchet
® ARX-SF215-8x150B  8x150 Flat Blade Driver
Free Speed 260 RPM
Length 120mm
VESSEL 7Pc HD Screwdriver Set Torque 20Ft/1bs
M930K Weight 4a00g
Max Pressure 90 Psi
Air Consumption 4 cfm
Made In House At TRAX Kawasaki A et ot

VESSEL MEGADORA 930 Series Fits ‘JIS” Screws

Also Available in a Kit
Specifications:

ARX-382AK
e  M930-#1x75 #1x75 Phillips Driver . 8x 3/8” Metric Sockets
® M930-#2x150  #2x150 Phillips Driver 10 & 12mm 3/8” Long Sockets
e M930-#3x150  #3x150 Phillips Driver g 11x1/4” Fastener Bits
® M930-5.5x75 5.5x75 Flat Blade Driver
® M930-6x38 6x38 Flat Blade Driver
® M930-6x150 5x150 Flat Blade Driver
e M930-8x150 8x150 Flat Blade Driver

TRAX 10Pc Economy Screwdriver Set ARX-676 3/8” |/ ARX-677 1/2”

ARX-6510 3/8” & 1/2” 90 Degree Impacting Air Ratchets
Free Speed 7100 RPM
Specifications: Length 340mm
Torque 200 Ft/lbs
® ARX-651001  #3x150 Phillips Driver @  ARX-651006 8x175 Flat Blade Driver Weight 1.8kg
® ARX-651002  #2x100 Phillips Driver ~®  ARX-651007 6.5x150 Flat Blade Driver Max Pressure 90 Psi
® ARX-651003  #1x80 Phillips Driver ® ARX-651008 5.5x125 Flat Blade Driver Air Consumption 5.5 cfm
® ARX-651004  #0x60 Phillips Driver ® ARX-651009 4x100 Flat Blade Driver Air Inlet 1/4” PT
® ARX-651005  #2x25 Phillips Driver ® ARX-651010 6.5x25 Flat Blade Driver
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Free Speed
Length
Torque
Weight

Max Pressure
Air Consumption

Air Inlet

Free Speed
Length
Torque
Weight

Max Pressure
Air Consumption

Air Inlet

Free Speed
Length
Torque
Weight

Max Pressure
Air Consumption

Air Inlet

Free Speed
Length
Torque
Weight

Max Pressure
Air Consumption

Air Inlet
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ARX-14 / ARX-38
1/4” & 3/8” Stubby Air Ratchet

170 RPM

172mm

38 Ft/lbs
570g
90 Psi
3 cfm

1/4” PT

ARX-142D 1/4“ / ARX-382D 3/8”
1/4” & 3/8” Stubby Bridged Air Ratchet

250 RPM
215mm
30 Ft/lbs
750g
90 Psi
3.6 cfm

1/4” PT

ARX-322D
1/2 Bridged Air Ratchet

180RPM
290mm
60 Ft/lbs
1.35 kg
90 Psi
3.9cfm

1/4” PT

ARX-32 1/2” |/ ARX-31 3/8”
1/2” & 3/8” Air Ratchets

260 RPM
265mm

55 Ft/lbs
1.22 kg
90 Psi
6 cfm

1/4” PT

AUSTRALIA

Sunflag JAPAN

KAWASAKI“
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Specifications:

Specifications:

ARX-SFCT610

2Pc Trim Clip Remover

® A necessity for Panel Beaters &
Restoration work.

ARX-SF385

16mm Scraper

® Tang-Thru Scraper
® Hardened Steel Blade

SUNFLAG 888 Series

Tang-Thru Screwdrivers

Specifications:

ARX-SF+1x75P
ARX-SF+2x100P
ARX-SF+2x150P
ARX-SF+2x200P
ARX-SF+2x300P
ARX-SF-5.5x75B
ARX-SF-6x100B
ARX-SF-6x150B
ARX-SF-6x200B
ARX-SF-6x300B
ARX-SF-8x150B
ARX-SF-8x200B

#1x75 Phillips Driver
#2x100 Phillips Driver
#2x150 Phillips Driver
#2x200 Phillips Driver
#2x300 Phillips Driver
5.5x75 Flat Blade Driver
6x100 Flat Blade Driver
6x150 Flat Blade Driver
6x200 Flat Blade Driver
6x300 Flat Blade Driver
8x150 Flat Blade Driver
8x200 Flat Blade Driver

e

ARX-SFH611

Hose Hook

Specifications:

®  Special Designed Hook for

Removing Hoses from Car Engines

SUNFLAG 222 Series

Tamper Proof/Torx Screwdrivers

Specifications:

SF222-C-T4
SF222-C-T5
SF222-C-T6
SF222-C-T7
SF222-C-T8
SF222-C-T9
SF222-C-T10
SF222-C-T15
SF222-C-T20
SF222-C-T25
SF222-C-T27
SF222-C-T30
SF222-C-T40

TRAX KAWASAKI 2019 Product Catalogue

T4x75 Torx Driver

T5x75 Torx Driver

T6x100 Torx Driver

T7x100 Torx Driver

T8x100 Tamper Proof Torx Driver
T9x125 Tamper Proof Torx Driver
T10x125 Tamper Proof Torx Driver
T15x125 Tamper Proof Torx Driver
T20x125 Tamper Proof Torx Driver
T25x125 Tamper Proof Torx Driver
T27x125 Tamper Proof Torx Driver
T30x125 Tamper Proof Torx Driver
T40x125 Tamper Proof Torx Driver

SF222-CK

Sunflag 222 Series Kit
13Pc 222 Series Driver Kit

All sizes shown above are included.
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ARX-SWTP6 / ARX-SWTP9

6"Safety Wire Twisting Plier [ARX-SWTP6]

9"Safety Wire Twisting Plier [ARX-SWTP9]

Specifications:

m ARX-SWTP6 ARX-SWTP9
Overall Length 6” 9”

[ Waterial GRS CR. VA Steel

High Quality Forged CR-V Steel Pliers

a

ARX-DP7 ARX-LP9 ARX-NP8

8” Long Nose Pli-
ers

7” Diagonal Cutting Pliers 9” Linesman Pliers

~ ZA-185 M2-M8 Screw Removing Pliers

Specifically Designed To Grip And Remove Damaged Screws
Special Serrated Jaws Grip Into Damaged Screw Heads
Grips onto head diameters up to 14mm

May not remove screws coated with special adhesives or severely deformed heads
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Kpt-1175HD 1/2” / Kpt-1170HD 3/8”
1/2” & 3/8” HD Kawasaki Air Ratchets

Free Speed 160 RPM
Length 255mm
Torque 85 Ft/Ibs
Weight 1.2 kg

Max Pressure 90 Psi
Air Consumption 8.76 /s
Air Inlet 1/4” PT

ARX-3238NK

Kit made in-house at TRAX Kawasaki
. Refer to previous page for specs of ARX-32 & ARX-38
Kit contains Metric Sockets only
Ratchets ARX-32 & ARX-38
3/8” Long Sockets Cr.V 10, 11,12, 13, 14, 15, 16, &17mm
1/2” Short Sockets Cr.V 12,13, 14, 15, 16,17, 18, 19, 21 & 22mm

3/8” In-Hex Bits Cr.V 6,7,8,9,10& 12

ARX-32K / KPT-1175HDK
Kits made in-house at TRAX Kawasaki
Refer to previous page for specs of ARX-32 & KPT-1175HD
Kit contains Metric Sockets only
Ratchets ARX-32 OR KPT-1175HD

1/2” Short Sockets Cr.V 10, 12, 13, 14, 15, 16, 17, 19, 21 & 22mm

ARX-14SNK
Kit made in-house at TRAX Kawasaki
Refer to previous page for specs of ARX-14
Kit contains Metric Sockets only
Ratchets ARX-14 & ARX-RH236
20x Assorted 1/4” Bits 1/4” Driver

13x 1/4” Honiton Multifit 4mm,5/32” to 14mm,9/16”

ARX-CT6B

Straight Twin Hammer Impacting Air Ratchets

Free Speed 8300 RPM
Length 340mm
Torque 148 Ft/Ibs
Weight 0.98 kg

Max Pressure 90 Psi
Air Consumption 7.5 cfm
Air Inlet 1/4” PT

TRAX KAWASAKI 2019 Product Catalogue
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Butterfly Ratchets

ARX-05
3/8” Butterfly Air Ratchet

Free Speed 10000 RPM
Length 155mm
Torque 5-50 Ft/lbs
Weight 900g

Max Pressure 90 Psi
Air Consumption 3 cfm
Air Inlet 1/4” PT

ARX-05NK
3/8” Butterfly Air Ratchet Kit

ARX-05 See above for specs

8 Metric Long Impact Cr.V Sockets 10, 11,12, 13, 14, 15, 16 &17mm

8 Imperial Long Impact Cr.V Sockets 5/16, 3/8,7/16,1/2,9/16,5/8, 11/16, & 3/4”
5 InHex Bits 6,7,8,9 & 10mm
3/8” Ratchet 75mm 3/8” Extension

KPT-12WX
3/8” Butterfly Air Ratchet

Free Speed 9000 RPM
Length 165mm
Torque 165 Ft/Ibs
Weight 1Kg

Max Pressure 90 Psi
Air Consumption 6.61/s
Air Inlet 1/4” PT

KPT-12BB
3/8” Impact Butterfly Air Ratchet

Free Speed 10000 RPM
Length 137mm
Torque 50 Ft/lbs

Hammer Mechanism Twin Hammer
Weight 460g
Max Pressure 90 Psi
Air Consumption 4.41/s
Air Inlet 1/4” PT

TRAX KAWASAKI 2019 Product Catalogue
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Snips & Cutters

Security/safety Ioet

Page 113

Stainless steel blade

Non-slip
serrated blade

ARX-WC712

Wire Rope & Spring Wire Cutter
Specifications:
®  length..iiececeieeenns 7-1/2" (190mm)

® Cutting Capacity For Wire Rope......... 4dmm
® Cutting Capacity For Spring Wire....1.5mm

ARX-MBC8

Midget Bolt Cutter

Specifications:

®  Lengthu e, 200mm
®  (Cutting Capacity For HRC15°............3mm
®  Cutting Capacity For HRC35°.............2mm

TOP-ENI115B

S/S Angled End Cutter

Specifications:

® Cutting Capacity............0.13-1.2mm Wire
®  Cuts Flush, Great for Cable ties/Electronics/Fishing etc.

TRAX KAWASAKI 2019 Product Catalogue

ARX-1S700

7" Engineer’s Scissors

Specifications:

Security/safety lock
Stainless steel blade
Soft-grip handles
Non-slip serrated blade
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Measuring & Marking

Stainless Dividers

Specifications:

® ARX-1006 150mm Divider
® ARX-1008 200mm Divider

Stainless Squares

Specifications:

® ARX-GS1006 150mm Square
® ARX-GS1008 200mm Square

»
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Stainless External Caliper

Specifications:

® ARX-2006 150mm External Caliper
® ARX-2008 200mm External Caliper

Stainless Internal Calipers

Specifications:

® ARX-3006 150mm Internal Caliper
® ARX-3008 200mm Internal Caliper

Stainless Rulers

pecifications:

ARX-AS1015 150mm Stainless Ruler
ARX-AS1030 300mm Stainless Ruler
ARX-AS1060 600mm Stainless Ruler
ARX-AS1100 1000mm Stainless Ruler

Hand Drill Press

DM-100

Specifications:

Converts your drill into a portable drill press
Suits Air & Electric Drills
4 Different Spigots supplied for various applications

Great for many in-field jobs
uct Catalogue

K AWASAKI

KPT-12W
3/8” Impact Gun

Free Speed 12000 RPM
Dimensions L138 x W52 x H168 mm
Torque 90 Ft/lbs
Hammer Mechanism Single Hammer
Weight 900g
Max Pressure 95 Psi
Air Consumption 8.76 /s
Inlet 1/4” PT

KPT-12WK
3/8” Impact Gun Kit

KPT-12W Specs as above
8 Metric Long Impact Cr.V Sockets 10, 11, 12, 13, 14, 15, 16 &17mm
7 InHex Bits 4,5,6,7,8,9&10mm

3/8” Ratchet

ARX-15
1/2” DIY General Purpose Impact Gun

Free Speed 7000 RPM
Dimensions L185 x W65 x H190 mm
Torque 260 Ft/lbs
Hammer Mechanism Rocking Dog

Weight 2.2Kg

Max Pressure 95-105 Psi
Air Consumption 4.5 cfm
Inlet 1/4” PT

ARX-15K ARX-15/32K
1/2” Impact Gun Kit 1/2” Impact Gun/Ratchet Kit

Tools ARX-15 ARX-32
Specs As above Refer Page 1
Sockets 10, 12,13, 14,15,16,17,18,19 & 21  (Sockets the same sizes in both kits)

TRAX KAWASAKI 2019 Product Catalogue
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ARX-300D

1/2” Automotive Impact Gun

Free Speed 7000 RPM
Dimensions L195 x W70 x H210 mm

Torque 380 Ft/lbs

Hammer Mechanism Pin Clutch
Weight 2.7Kg

Max Pressure 95-110 Psi
Air Consumption 4.2 cfm
Inlet 1/4” PT

Also Available as a Kit

ARX-300DK

Available as a kit with assorted Metric & Imperial Sockets
CR.V Metric 12mm—22mm & Imperial 7/16” - 1”

ARX-650
1/2” HD Composite Body Impact Gun

Free Speed 8500 RPM
Dimensions L195 x W70 x H180 mm
Torque 650 Ft/lbs
Hammer Mechanism Twin Hammer

Weight 2.1Kg

Max Pressure 95-110 Psi
Air Consumption 4.6 cfm
Inlet 1/4” PT

Spring Loaded Vanes 850Ft/Lbs Breaking Torque!!
ARX-650K

Available as a kit with assorted Metric & Imperial Sockets
Cr.V Metric 12mm—22mm & Imperial 1/2” - 1”

ARX-660
1/2” HD Composite Body Impact Gun

Free Speed 6800 RPM
Dimensions L190 x W70 x H190 mm
Torque 800 Ft/lbs
Hammer Mechanism Twin Hammer
Weight 19Kg
O Max Pressure 95-110 Psi
Air Consumption 5 cfm
Full Power 3 Speeds et .
Reverse Forward
One Hand Operation
Page 12 TRAX KAWASAKI 2019 Product Catalogue
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Combination Square/Pick Set

ARX-CS300C

Sl Combination Square

Specifications:

300mm S/S Rule

Cast Aluminium Stock

Brass Screws

Metric & Imperial Measuements

Blister Pack Packaging

| ARX-904HK
Miniature Pick Set
Specifications:
®  4Pcs Miniature Picks

Page 111 TRAX KAWASAKI 2019 Product Catalogue
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KPT-14SHDL

1/2” Kawasaki Impact Gun

AUSTRALIA

KAWASAKI

ARX PP75 Free Speed 5200 RPM
. Dimensions L190 x W70 x H190 mm
Pin Punch Set Torque 440 Fe/Ibs
Hammer Mechanism Twin Hammer
Specifications: Weight 2.55Kg
Max Pressure 95-110 Psi
Size: Air Consumption 13.481/s
Inlet 1/4” PT

Standard Pin Punch;

2(115L), 3 (125L), 4 (150L), 5 (165L), 6 & 8mm (180L)
Taper Pin Punch(120L);

2,3,4,5 6mm

Long Pin PUnch(200L);

3,4,5,6,8,10mm

Also Available as a Kit

KPT-14SHDLK

Available as a kit with assorted Metric & Imperial Sockets
Cr.V Metric 12mm—22mm, Imperial 3/8” - 7/8”

KPT-14HT

1/2” Kawasaki Premium Impact Gun

Free Speed 7000 RPM
Dimensions L195 x W60 x H190 mm
ARX-PP51L Torque 600 Ft/lbs
Hammer Mechanism Double Loop Clutch

. Weight 2.5Kg

Long Pln PunCh Set Max Pressure 95-110 Psi
Air Consumption 8.831/s
Specifications: Inlet 14 pT

Size:10, 12, 14, 16mm
Overall Length:350mm

Also Available as a Kit

KPT-14HTK

Available as a kit with assorted Metric & Imperial Sockets
Cr.V Metric 12mm—22mm & Imperial 1/2” - 1”

KPT-14UP
1/2” Kawasaki HD Impact Gun

ARX'ACP Free Speed 6000 RPM
Dimensions L185 x W65 x H190 mm
Automatic Centre Punch Toraue S50 Ft/ibs
Hammer Mechanism Double Loop Clutch
Weight 2.5Kg
Max Pressure 95-110 Psi
Air Consumption 14.51/s
Inlet 1/4” PT

Long Anvil Model Available
KPT-14UPL
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Compact Impact Guns

ARX-1130B
1/2” Compact Impact Gun

Free Speed 10000 RPM
Dimensions L125 x W60 x H185 mm
Torque 260 Ft/lbs
Hammer Mechanism Twin Hammer

Weight 1.56 Kg

Max Pressure 90-105 Psi
Air Consumption 5.8 cfm
Inlet 1/4” PT

Also Available as a Kit

ARX-1130BK

Available as a kit with assorted Metric Sockets
CR.V Metric 12mm—22mm

ARX-1131
1/2” Ultra Compact Impact Gun

Free Speed 9500 RPM
Dimensions L97 x W70 x H200 mm
Torque 500 Ft/lbs
Hammer Mechanism Single Hammer

Weight 1.65 Kg

Max Pressure 90-105 Psi
Air Consumption 4.7 cfm
Inlet 1/4” PT

ARX-673
3/4” Compact Impact Gun

Free Speed 8000 RPM
Dimensions L175 x W70 x H200 mm
Torque 1050 Ft/lbs
Hammer Mechanism Twin Hammer
Weight 2.28 Kg
Max Pressure 90-110 Psi
Air Consumption 5 cfm
Inlet 3/8” PT

Page 14 TRAX KAWASAKI 2019 Product Catalogue
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Punches & Chisels

ARX-HP10

10Pc Wad Punch Set
Sizes: 6, 8,10, 11, 1, 14, 16, 19, 22 & 2bmm

ARX-HDCP5

BPc Center Punch Set
Sizes: b/64", 5/32",1/8", 1/4" & 3/8"

(2mm, 3mm, 4mm, 6mm, 10mm)

ARX-PCS7

7Pc Punch & Chisel Set
Cold Chisels—13, 16 & 1Smm
Center Punch—4mm
Pin Punches—3 & 5mm

Drift Punch—4mm

Page 109 <1 2019 Product Catalogue
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Dead Blow Hammers

Soft Face, One Piece, Shot Filled, Non Re-bound

Specifications:

® ARX-038 35mm Head Diameter, 630g
® ARX-056 48mm Head Diameter, 860g
® ARX-060 60mm Head Diameter, 1.4Kg
DEADBLOW SLEDGEHAMMER

® ARX-080 Octagonal Head (8Lbs)3.6Kg

ARX-080H

Dead Blow Nylon Hammers

Shot Filled, Non Re-bound

Specifications:

® ARX-30H 30mm Head Diameter, 450g
® ARX-40H 44mm Head Diameter, 822g
® ARX-50H 50mm Head Diameter, 1.1Kg

Ball Pein Hammers

One Piece Steel, Shock Absorbing Handle

Specifications:

® ARX-BPH16 160z, 454g, 330mm
® ARX-BPH24 240z, 680g, 345mm

ARX-6349

15 Pcs Impact Driver Set

Specifications:

PH#1,2,3&4
HEX 4,5,6 & 8mm
SLOTTED 5, 6, 8 & 10mm
3/8”Dr Socket Adaptor

e 1/2”Dr5/16” Bit Holder
TRAX KAWASAK2’2Dt 9ritpadti Briaralogue
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ARX-27A

3/4” General Purpose Impact Gun

Free Speed 4500 RPM
Dimensions L250 x W100 x H240 mm
Torque 725 Ft/lbs
Hammer Mechanism Pin Clutch
Weight 5.45Kg
Max Pressure 95-110 Psi
Air Consumption 7.2 cfm
Inlet 1/4” PT

Also Available as a Kit

ARX-27AK
Also available as a kit with assorted Metric Sockets
Cr.Mo 26mm—38mm
(Sockets are able to be swapped for Imperial at request)
(Imperial Cr.Mo 1” -1 1/2”)

ARX-1134
3/4” HD Impact Gun

Free Speed 5000 RPM
Dimensions L220 x W95 x H230 mm
Torque 1100 Ft/lbs
Hammer Mechanism Twin Hammer

Weight 5.6 Kg

Max Pressure 95-110 Psi
Air Consumption 9.5 cfm
Inlet 3/8” PT

Also Available as a Kit

ARX-1134K
Also available as a kit with assorted Metric Sockets
Cr.Mo 26mm—38mm
(Sockets are able to be swapped for Imperial at request)
(Imperial Cr.Mo 1” -1 1/2”)
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Stud Extractors/Magnetic Trays

KPT-191P

3/4” General Purpose Impact Gun

Free Speed 5900 RPM
Dimensions L240 x W85 x H220 mm
Torque 750 Ft/lbs
Hammer Mechanism Single Hammer

Weight 4.2 Kg

Max Pressure 95-110 Psi
Air Consumption 6.651/s
Inlet 1/4” PT

Also Available with a long Anvil and as a Kit

KPT-191PL 3” Anvil
KPT-191PK Kit

Also available as a kit with assorted Metric Sockets
Cr.Mo 26mm—38mm
(Sockets are able to be swapped for Imperial at request)
(Imperial Cr.Mo 1”7 -1 1/2")

KPT-191PL
3” Long Anvil Model

KPT-191PK

KPT-25DC
3/4” Composite Body Impact Gun

Free Speed 4300 RPM
Dimensions L240 x W85 x H220 mm
Torque 900 Ft/Ibs
Hammer Mechanism Twin Hammer

Weight 3.8Kg

Max Pressure 95-110 Psi
Air Consumption 14.51/s
Inlet 3/8” PT

Page 16 TRAX KAWASAKI 2019 Product Catalogue

4Pc Stud Extractor Socket Set

Specifications:

® ARX-5042M Metric Size....................6, 8, 10, 12mm
® ARX-5042S Inch Size...........1/4", 5/16", 3/8", 7/16"

VESSEL Japan Stud Extractor

Specifications:

® ZW-3 3/8” Straight Rod Stud Wrench
® ZW-4 1/2” Straight Rod Stud Wrench

eWorks with continuous thread studs, cut bolts and hanger bolts.
eCan be used 2 ways: Straight for tightening, or bent for fast turning.

eCan be used from halfway point with long hanger bolts.
elightweight, compact and easy to carry.

Magnetic Trays

Specifications:

ARX-308MB Round Magnetic Tray 150 x 30mm
ARX-400MT Rectangular Magnetic Tray 240 x 140 x 31mm

AWASAKI 2019 Product Catalogue
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Flaring Tool Kits

ARX-FTD250A
KPT-285P

Double Flaring Tool Kit 3/4” Kawasaki HD Impact Gun

. i Free Speed 5500 RPM
SpeC|f|cat|ons. Dimensions L220 x W95 x H230 mm
| | Torque 1200 Ft/lbs
e 1Set Flaring Tool: (3/16" ~ 5/8"
Set Flari g 1oo (3/ 6 5/8 ) Hammer Mechanism Single Hammer
®  1Pc Mini Tube Cutter: (1/8"~5/8") Weiht sk
eigl -2 Kg
® 1Pc Deburring Tool
J Max Pressure 95-110 Psi
®  7Pcs Adaptor Dies: 3/16"”,1/4",5/16",3/8",7/16",1/2",5/8" A ; w85y
ir Consumption . s
Inlet 3/8” PT

Also Available as a Kit

KPT-285PK
Also available as a kit with assorted Metric Sockets
Cr.Mo 26mm—38mm
(Sockets are able to be swapped for Imperial at request)
(Imperial Cr.Mo 1” -1 1/2”)

ARX-FTD260A

Double Flaring Tool Kit

Specifications:

® 1Pc Steel Forged Yoke
® 1PcScreen Bar: 3/16"” ~ 5/8" (7 Sizes)
® 1Pc Telescopic Tube Cutter: (1/8"~1-1/8")
® 5Pcs Adapters Dies:
e 3/16",1/4",5/16",3/8",1/2"
3/4” “D” Handle Impact Gun
Free Speed 4500 RPM
Dimensions 1382 x W120 x H180 mm
ARX' FSTZ 10 Torque 680 Ft/lbs
Hammer Mechanism Single Hammer
. . Weigh 7.5K
Swaging & Tube Cutter Kit . :'g‘ mpg'
ax Pressure S|
Air Consumption 10.83 /s
Specifications: et 3/g" PT
1Pc Flaring Tool Long Anvil Models Available

1Pc Screen Bar: 3/16” ~ 5/8" (7 Sizes) KPT-229SL 6” Anvil
1Pc Telescopic Tube Cutter: (1/8"~1-1/8")

5Pcs Adapters Dies:

All Flaring Sets Suit Copper, Brass, Aluminium & Mild Steel thin wall tube.
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Tap & Die Sets (SKC Japan)

SKC-110M
1” HD Impact Gun 110Pc Metric Tap & Die Set
Free Speed 3500RPM
Dimensions L300 x W100 x H280 mm Specifications:
Torque 1800 Ft/Ibs ¢ M2x0.4 M7x0.75 M9x1.0 M11x0.75 M12x1.25 M14x2.0
. 3x0.5 7x1.0 9x1.25 11x1.0 12x1.5 16x1.0
Hammer Mechanism Double Hammer
4x0.7 8x0.75 10x0.75 11x1.25 12x1.75 16x1.5
Weight 9.6 Kg 5x0.8 8x1.0 10x1.0 11x1.5 14x1.0 16x2.0
M . 6x0.75 8x1.25 10x1.25 12x0.75 14x1.25 18x1.5
ax Pressure 110 Psi
6x1.0 9x0.75 10x1.5 12x1.0 14x1.5
Air Consumption 11cfm
Inlet 1/2” PT SKC'llOCFM

110Pc Metric & Imperial Tap & Die Set

Specifications:

M6x1.0
ARX'Z 500 P NO.4NC40 1/4"NC20 3/8"NC16 9/16"NC12 %i'lzg
1” HD NO.6NC32 1/4 NF28 3/8 NF24 9/16 NF18 . :
HD Impact Gun NosNGz | vans:  gencs  sanen AN 10a0
Free Speed 500RPM NO.10NC24 1/4 NS32 7/16 NF20 5/8 NF18 Tv1rs
Dimensi 1275 x W95 x Ha30 NO.12NC24 5/16 NC18 1/2 NC13 3/4 NC10 1ol 7e
imensions X WIS xRESmm NO.10NF32 5/16 NF24 1/2 NF20 3/4 NF16 1l o
Torque 2500 Ft/Ibs 18X]: 5
Hammer Mechanism Double Hammer
Weight 7.1Kg SKC-875 M M
Max Pressure 110 Psi
Air Consumption 9cfm 75 PC Met”c Tap & D|e Set
Inlet 1/2” PT | NS D D BB
- s x> -
\ & 8 N> —~ Specifications:
L‘ . etia ] - M2x0.4 M3.5x0.6 M5x0.8 M7x1.0 M10x1.0
N - _ M26x045 M4x07  M5x0.9  M8xI25  Mi0xi25 \11oX12°
: = M3x0.5 M4x0.75 M6x1.0 M8x1.0 M10x1.50 14501 75
‘ ' M3x0.6 M4.5x0.75 M6x0.75 M9x1.25 ’
L \ s M14x2.0 M14x1.5 M14x1.25 M16x2.0
ARX-2000S LLLL] M18x2.5 M18x1.5 M1/BPIPE  1/4PIPE B

1” HD “D” Handle Impact Gun

Free Speed 300RPM
Dimensions L427 x W115 x H180 mm
SKC-829BA10
Torque 2500 Ft/Ibs
Hammer Mechanism Double Hammer
Weight 16 kg 24Pc British Association Tap & Die Set
Max Pressure 110 Psi
Air Consumption 13.2cfm Speciﬁcations: BA#O BA#6
. BA#1 BA#7
Inlet 1/2” PT BAHD BAHS
Long Anvil Models Available BA#3 BA#9
BA#4 BA#10
ARX-2000S-8 8" Anvil BAHS
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Tap & Die Sets

SKC-895

KPT-421P

UNF-BSW Agricultural Tap & Die Set 1” Impact Gun

Free Speed 4700RPM
Specifications: o
Dimensions L268 x W198 x H290 mm
UNF UNF BSW BSW
1/4"-28 9/16"-18 1/4"-20 9/16"-12 Torque 2350 Nm
B 5/8"-18 5/16"-18 5/8"-11 Hammer Mechanism Pinless Hammer
3/8”-24 3/4”-16 3/8”-16 3/4”-10
7/16”-20 7/8”-14 7/16"-14 7/8”-9 Weight 10.9 Kg
1/2”-20 17-14 1/27-12 1”-8 Max Pressure 110 Psi
SKC-SSOH DM M Air Consumption 151/s
Inlet 1/2” PT

Long Anvil Models Available

40Pc Metric Hex Tap & Die Set

1/4 H
KPT-421PL 8” Anvil
Specifications: 8x1.0
p 3x0.5 8xl 25
3x0.6
9x1.25
4x0.7 10x1.25
4%0.75 :
KPT-421S
: 11x1.50
Zxog 1x1 25 1” “D” Handle Impact Gun
x1.
7x1.0 1122):(11.’755 Free Speed 4400RPM
Dimensions L340 x W200 x H180 mm
Torque 2400 Nm
SKC'850H DCF Hammer Mechanism Pinless Hammer
== Weight 11 Kg
DO 40Pc Imperial Hex Tap & Die Set Max Pressure 110Psi
T — ’ﬂ"’; 4 Air Consumption 12.51/s
500 0606 e woo snmas | ~
"“’jv Specifications:  6NC32 5/16NF24 fnlet v et
8NC32 3/8NC16 Long Anvil Models Available
10NC24 3/8NF24 ) .
10NF32 7/16NC14 KPT-421SL 8” Anvil
12NC24 7/16NF20
1/4NC20 1/2NC13
1/4NF28 1/2NF20
1/8NPT

KPT-326P

1” Impact Gun

SKC-720 Series

20Pcs Tap & Die Sets Free Speed 5500 RPM
Dimensions L220 x W100 x 230 mm
Specifications: Torque 1650 Nm
Hammer Mechanism Single Hammer
SKC-720BSW SKC-720BSF  SKC-720NF  SKC-720NC  SKC-720DIN i
1/8”BSW40 1/8”BSFA4 1/8”UNF44 6-UNC32 M3-0.5 Weight 11ke
5/32"BSW32 5/32”BSF36 5/32”UNF36 8-UNC32 M3.5-0.6 Max Pressure 110 Psi
3/16”BSW24 3/16”BSF32 3/16”UNF32 10-UNC24 M4-0.7 Air Consumption 18541/s
7/32BSW24 7/32BSF28 7/32UNF28 12-UNC24 M5-0.8 ’
1/4"BSW20 1/4"BSF26 1/4"UNF28 1/4”UNC20 M6-1.0 Inlet 1/2” PT
5/16”BSW18 5/16”BSF22 5/16”UNF24 5/16”UNC18 M8-1.25
3/8”"BSW16 3/8”BSF20 3/8”UNF24 3/8”UNC16 M10-1.0
7/16"BSW14 7/16”"BSF18 7/16”UNF20 7/16”UNC14 M10-1.5
1/2”BSW12 1/2”BSF16 1/2”UNF20 1/2”UNC13 M12-1.75
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Tyre Inflators

KPT-452P
1” HD Impact Gun

Free Speed 2900RPM
Dimensions L330 x W204 x H295 mm
Torque 3100 Nm
Hammer Mechanism Pinless Hammer
Weight 15 Kg
Max Pressure 110 Psi
Air Consumption 13.33 /s
Inlet 3/8” PT

KPT-450S
1” HD D Handlelmpact Gun

Free Speed 3200 RPM
Dimensions L445 x W120 x H200 mm
Torque 3200 Nm
Hammer Mechanism Single Hammer
Weight 16 Kg
Max Pressure 110 Psi
Air Consumption 14.17 /s
Inlet 1/2” PT

Long Anvil Models Available
KPT-450SL 8” Anvil

KPT-55S
1-1/2” HD D Handle Impact Gun

Free Speed 3000 RPM
Dimensions L555 x W125 x H200 mm
Torque 5500 Nm
Hammer Mechanism Single Hammer
Weight 16 Kg

Max Pressure 110 Psi

Air Consumption 18.11/s
Inlet 1/2” PT

Page 20 TRAX KAWASAKI 2019 Product Catalogue
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Specifications:
Pressure Range 0-60Psi
Straight Clip on Chuck

1/4” PT Inlet
Replacement Gauge Available Pt.# 60CC-Gauge

ARX-9160
2-3
[2)
HD Tyre Inflator 5
<
Specifications: :
®  Pressure Range 0-120Psi 2
St ® Double Ended Chuck _‘
S o 1/27 PT Inlet 3
/ ; Bl One Trigger function 2
/%& ° Half Trigger for deflation ®
. aul ° Full trigger for inflation

Digital Tyre Inflator

Specifications:

Pressure Range 0-160Psi

Double Ended Chuck

1/4” PT Inlet

Replacement Gauge Available Pt. # 70CC-Gauge

ARX-9060

ressure Range:jJ

~60psi
W/ Clip Chuck.
for Car Inflation

HD Tyre Inflator

Specifications:
® Pressure Range 0-60Psi
®  Clip Chuck

Mea)ur/ng

Inflation ° 1/4” PT Inlet

Deflation

One Trigger function
° Half Trigger for deflation
° Full trigger for inflation

TRAX KAWASAKI 2019 Product Catalogue
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Air Fittings/Tyre Chucks

3/8”Hose Barb Coupler

. "d'y_o!;“nfu_-

ARX-PH-30

ARX-PM-20

3/8”Hose Barb Fitting

Tyre Valve Chucks

ARX-TCF ARX-TCM ARX-TCP

1/4” PT Thread

Coil Hose
ARX-58BC—5mm |.D, 8mm O.D x 6M

ARX-812BC—8mm |.D, 12mm O.D x 6M

1/4”PT Male Coupler

1/4”PT Male Fitting

ARX-SF-20

1/4”PT Female Coupler

ARX-PF-20

1/4”PT Female Fitting

ARX-HH4P

Extended Double End Tyre Chuck 345mmL—1/4"PT

ARX-HS4P

Douale End Tyre Chuck 100mmL—1/4"PT

ARX-TG1

Tyre Pressure Guage, 0-60Psi, 0-4Kg/cm
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AS-4011M
AS-4011S
AD-4011MB
AD-4011SB
ASD-4022MB

AD-4014MB
AD-4014SB
AS-6009M
AS-6009S

AS-6017M

AD-6009M
AD-6009S
AS-8008M

AS-8008S
Page 21

AD-6009M / AD-6009S

KAWASAKI

Impact Sockets—Chrome Molybdenum

ASD-4022MB

6009S

AS-8008M / AS-8008S

N

10Pcs 1/2” Metric Short 12,13, 14, 15, 16, 17, 18, 19, 21 & 22mm

10Pcs 1/2” Imperial Short 7/16, 1/2,9/16, 5/8, 11/16, 3/4, 13/16, 7/8, 15/16 & 1”
10 Pcs 1/2” Metric Deep 12,13, 14, 15, 16, 17, 18, 19, 21 & 22mm
10Pcs 1/2” Metric Deep 7/16,1/2,9/16,5/8, 11/16, 3/4,13/16, 7/8, 15/16 & 1”
1/2” Metric Short & Deep Short—12, 13, 14, 15, 16, 17, 18, 19, 21 & 22mm
13Pcs 1/2” Metric Deep 12,13, 14, 15, 16, 17, 18, 19, 21, 22, 24, 27 & 30mm
13Pcs 1/2” Imperial Deep 7/16, 1/2,9/16, 5/8, 11/16, 3/4, 13/16, 7/8, 15/16, 1, 1-1/16, 1-1/8, 1-1/4”
8Pcs 3/4” Metric Short 26, 27, 29, 30, 32, 35, 36 & 38mm
8Pcs 3/4” Imperial Short 1,1-1/16,1-1/8, 1-1/4, 1-5/16, 1-3/8, 1-7/16 & 1-1/2”
16Pcs 3/4” Metric Short 19, 21, 22, 23, 24, 26, 27, 29, 30, 32, 35, 36, 38, 41, 46 & 48mm
8Pcs 3/4” Metric Deep 26, 27, 29, 30, 32, 35, 36 & 38mm
8Pcs 3/4” Imperial Deep 1,1-1/16,1-1/8, 1-1/4, 1-5/16, 1-3/8, 1-7/16 & 1-1/2"
7Pcs 1” Metric Short 24,27, 29, 32, 35, 36 & 38mm

15/16, 1-1/16, 1-3/16, 1-1/4, 1-3/8, 1-7/16 & 1-1/2”
TRAX KAWASAKI 2019 Product Catalogue
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BSW Whitworth

BSW-12008K

8Pcs 1/2" Dr. Whitworth Socket Set

Specifications:
Size : 3/16, 1/4,5/16,3/8,7/16,1/2,9/16, 5/8

ASD-333CB
1/2" Dr. 12PT Whitworth Socket

Specifications:

AD-415M / AD-414S AS-419C " i
/ 3/8" Dr. 12PT Whitworth Socket BSWL120316 . 28
Specifications:
AD-309M 8Pcs 3/8” Deep Metric 10, 11, 12, 13, 14, 15, 16, 17mm BSW-120516 5/16 38
EMTEETTE T

AD-309S 8Pcs 3/8” Deep Imperial 5/16, 3/8, 7/16, 1/2, 9/16, 5/8, 11/16, 3/4” s ” BSW-120616 3/8 38

BSW-120716 7/16 38
ASD-333CB 3/8” Metric Short & Deep Metric Short—8, 10, 11, 12, 13, 14, 17 & 19 3/16 28 /

BSW-120816 1/2 38

32 Pcs Combination Set Metric Deep—S8, 10, 11, 12, 13, 14, 17 & 19 1/4 28
BSW-120916 9/16 38
Imperial Short—5/16, 3/8, 7/16, 1/2, 9/16, 5/8, 11/16 & 3/4 BSWii21016 5/8 38
Imperial Deep- 5/16, 3/8, 7/16, 1/2, 9/16, 5/8, 11/16 & 3/4” 11/16 38
AS-411MB 10Pcs 1/2” Short Metric 12,13, 14, 15, 16, 17, 18, 19, 21 & 22mm m 3/4 38
AS-411SB 10Pcs 1/2” Short Imperial 7/16,1/2,9/16,5/8, 11/16, 3/4, 13/16, 7/8, 15/16 & 1
AS-419C 18Pcs 1/2” Metric & Imperial ~ Metric—12, 13, 14, 15, 16,17, 18 & 19mm 13° Offset Whitworth Combination Wrench
Short Combination Set Imperial—1/2, 9/16, 5/8, 11/16, 3/4, 13/16, 7/8, 15/16 & 1”
m 13Pcs 1/2” Metric Deep 12,13, 14, 15, 16, 17, 18, 19, 21, 22, 24, 27 & 30mm Specifications:
| sizesw) | Lmm) |
AD-414S 13Pcs 1/2” Imperial Deep 7/16, 1/2, 9/16, 5/8, 11/16, 3/4, 13/16, 7/8, 15/16, 1, 1-1/16, 1-1/8, 1-1/4”
\ \ BSW-130216W 1/8 140

ARX-640606 3/4”Universal
Page 22 TRAX KAWASAKI 2C====

o BSW-130316W 3/16 160
Impact Adaptors NI NN
ARX-340040 3/8”Female to 1/2”Male
BSW-130516W 5/16 200
ARX-340020 3/8”Female to 1/4”Male
BSW-130616W 3/8 220
ARX-480033CM 1/2”Female to 3/8”Male RS 1307160 - 550
ARX-480066CM 1/2”Female to 3/4”Male ST 12 .
ARX-640604 3/4”Female to 1/2”Male BSW-130916W 9/16 295
ARX-640608 3/4”Female to 1”Male BSW-131016W 5/8 340
ARX-841006 1”Female to 3/4”Male BSW-131116W 11/16 360
ARX-700107 3/8” Universal | Bswasiziew | 3/ 380
ARX-700108 1/2” Universal BSW-131416W 7/8 410

Page 101 TRAX KAWASAKI 2019 Product Catalogue
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BSW Whitworth Individual Impact Sockets CR.Mo

1/2” Sockets 3/4” Sockets

m Part # Short | Part # Deep “ Part # Short Part # Deep m Part # Sho| Part # Deep m Part # Short Part # Deep
. m 15-12105 1S-1210L 15-123/8S N/A N/A 1S-3419L eV R 15-3413/165 N/A
21Pcs BSW Whitworth Socket & Spanner Set
m 15-1211S 1S-1211L 15-121/2S 15-121/2L AL 15-3421S S-3421L 1S-347/85 N/A
o m 15-12125 15-1212L 15-129/165  15-129/16L m 15-34225 N/A (LA 15-3415/165 N/A
Specifications:
10Pcs BSW Sockets 1/2”Dr m 15-1213 15-1213L 1S-125/8S 15-125/8L m 1S-34235 1S-3423L n 1S-341S S-341L
m 15-1214S 1S-1214L 15-1211/165  15-1211/16L m 1S-34245 1S-3424L [ UAA 1S-341-1/165  1S-341-1/16L
3/16” 1/4” 5/16” 3/8” 7/16” 1/2” 9/16” 5/8” 11/16” & 3/4”
m 15-12158 15-1215L 15-123/45 15-123/4L m 1S-34255 15-3425L | ekebhbA|  15-341-1/8S 1S-341-1/8L
11Pcs R/Oe Spanners m 5-12165 IS-1216L Al 15-1213/165  1s-1213/16L m 15-34265 1534261 | 1Al 15341-3/165  15-341-3/16L
1/8” 1/4” 5/16” 3/8” 7/16” 1/2” 9/16” 5/8” 11/16” 3/4” & 7/8” 15-12175 15-1217L 15-127/85 15-127/8L 1S-34275 1S-3427L 15-341-1/45 15-341-1/4L
ARX-BSW16P m 15-12185S 1S-1218L 15/16" 1S-1215/165  15-1215/16L m 1S-34285 1S-3428L 1S-341-5/165  15-341-5/16L
m 15-12198 1S-1219L n 15-1215 15-121L m 1S-34295 1S-3429L 15-341-3/8S 1S-341-3/8L
. m 15-12205 1S-1220L 1S-121-1/165  1S-121-1/16L m 1S-34305S 1S-3430L [ A4 1-341-7/165  15-341-7/16L
16Pcs BSW Whitworth Socket Set
1S-1221S 1S-1221L 1S-121-1/8S 1S-121-1/8L 1S-3431S IS-3431L 1-1/2” 1S-341-1/2S 1S-341-1/2L
. m 1S-12225 1S-1222L S-121-13/165 N/A m 1S-34325 15-3432L  BLECTALA  1S-341-9/16S  1S-341-9/16L
Specifications: 15-3233S 1S-3233L
15-12235 15-1223L 15-121-1/4 N/A m - - -5/8" -341- -341-
3Pcs BSW Sockets 3/8”Dr m / S i / Lak Losl oy el
m 1S-1224S 1S-12245 - 1S-3234S 1S-3234L 1S-341-11/16S  1S-341-11/16L
1/8” 3/16” & 1/4”
m 1S-1226S N/A - 1S-32355 1S-3235L 1S-341-3/4S 1S-341-3/4L
»”
— | 10Pcs BSW Sockets 1/2"Dr 15-12275 N/A - 1S-3236S IS-3236L 15-341-13/165  15-341-13/16L
3/16” 1/4” 5/16” 3/8” 7/16” 1/2” 9/16” 5/8” 11/16” & 3/4” m 1S-1229S N/A - 1S-3237S 1S-3237L (B 1S-341-7/8S 1S-341-7/8L
] 1S-32385 1S-3238L B D 15341 341-
1x 3/8M-1/2F adaptor 1x 200mm breaker bar & 1x 1/2” Q/R Ratchet. m £z N/A - ekl '-341-15/165  15-341-15/16L
m 1S-12325 N/A - 15-32405 1S-3240L n 1S-341S 1S-341L
2 e AN ARX-BSW012WK ] [ 1] wa e [
YT \ O I saes s [N
- 12Pcs 13° Offset Whitworth Combination Wrench Set - - 15-32455 5332450 -
z z Specifications: - - 15-32485 1S-3248L -
H £ Sizes : 1/8, 3/16, 1/4,5/16, 3/8,7/16,1/2,9/16,5/8, 11/16, 3/4,7/8 - - S-3250S 1S-3250L -

ARX-BSW007WK

7Pcs 13° Offset Whitworth Combination Wrench Set

Specifications:
Sizes : 1/8, 3/16, 1/4,5/16, 3/8,7/16,1/2
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Drill Chucks

ARX-DC1

3/8" Chuck With L1 Key (3/8"-24NF)

Specifications:
® (Capacity...1/16"-3/8" (1.5-10mm)

® Key...11 Pitch
® Thread Size 3/8” -24NF

ARX-1038KL

3/8" Keyless Chuck (3/8"-24NF)
Specifications:

® (Capacity...1/16"-3/8" (1.5-10mm)
® Thread Size 3/8” -24NF

KPT-KLS10

3/8" Japanese Keyless Chuck (3/8"-24NF)
Specifications:

® (Capacity...1/16"-3/8"” (1.5-10mm)
® Thread Size 3/8” -24NF

Page 24

ARX-DC2 t

1/2" Chuck With T2-1 Key (3/8"-24NF)

Specifications:

® (Capacity......0"-1/2" (0-13mm)
® Key...12 Pitch

® Thread Size 3/8” -24NF
ARX-1338KL °
1/2” Keyless Chuck (3/8"-24NF)

Specifications:

® (Capacity......0"-1/2" (0-13mm)
® Thread Size 3/8” -24NF

KPT-KLS13

1/2” Japanese Keyless Chuck (3/8"-24NF)
Specifications:

®  (Capacity......0"-1/2" (0-13mm)
® Thread Size 3/8” -24NF

TRAX KAWASAKI 2019 Product Catalogue
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Extension Bars

ARX-4320091EXW

9Pcs 1/4", 3/8", 1/2" Wobble Extension Bar Set

Specifications:
e 1/4"Dr.:50/100/225mm
e 3/8”"Dr.:75/150/225mm
e 1/2"Dr.:50/125/250mm
Please note Wobble Bar Extensions are only available as a set

Please see page 89 for Standard Individual Extension Bars

Applications of Wobble Extension Bar

Feature 2
_Edge for
Fixing Socket

Feature 1
Wobble

3Pc Quick Change Extensions

3Pcs 1/4", 3/8" or 1/2" Quick Release Extension Bar Set

Specifications:
e 1/4"Dr.:50/100/225mm—ARX-20003EXQ
e 3/8"Dr.:75/150/250mm—ARX-30003EXQ
e 1/2"Dr.:75/120 / 250mm—ARX-40003EXQ
Please note Quick Change Extensions are only available as a set

Please see page 89 for Standard Individual Extension Bars

Flex Extensions

Specifications:

® ARX-K0072-3F—3/8” Flex Extension 230mmL
® ARX-k0072-4F—1/2” Flex Extension 280mmL

TRAX KAWASAKI 2019 Product Catalogue
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IBS-40005M

5Pcs 1/2" Dr. Spline Bit Set

ARX-SB4009RB

IBS-A4060M04

Specifications:

IBS-A4060M05

=
J

IBS-A4060M06

IBS-A4060M07

IBS-A4060M08

IBS-A4060M 10

IBS-A4060M12

|BS-A4060M 14
Please note M14 & M16 are only available as additional extras

& are NOT included in the IBS-40005M Set

ARX-SP612
6 Pcs 1/2" Dr. Spline Impact Socket Bit Set

Length 43mmL Length 78mmL

Specifications:

ARX-SP1443 ARX-SP1478
ARX-SP1643 ARX-SP1678
ARX-SP1843 ARX-SP1878

ARX-432011EB

12Pcs 1/4" & 3/8" & 1/2" Dr. Star Socket Set

Specifications:

1/2" Star Socket : E14, E18, E20

3/8" Star Socket : E7, E8, E10, E11, E12

1/4" Star Socket : E4, ES, E6

No Replacement Bits Available For ARX-432012EB

Sold Only As A Complete Kit
H5-1BS-40010T

10 Pcs 1/2" Dr. Torx Impact Socket Bit Set

H5-1BS40010T

H5-1BS40010T

IBS-A4060T45

Specifications:
IBS-A4060T20
IBS-A406T25 1BS-A4060T50

IBS-A4060T27 IBS-A4060T55

| s |
IBS-A4060T30

Page 98 TRAX KAWASAKI 2019 Product Catalogue

IBS-A4060T60

| setom) |

IBS-A4060T70

AUSTRALIA

KAWASAKI

Hybrid Drill Chuck

KPT-3/8KDC

KPT-1/2KDC

3/8" Japanese Hybrid Chuck (3/8"-24NF) 1/2” Japanese Hybrid Chuck (3/8"-24NF)

Specifications: Specifications:
® (Capacity...1/16"-3/8" (1.5-10mm) ® (Capacity......0"-1/2" (0-13mm)
® Thread Size 3/8” -24NF ® Thread Size 3/8” -24NF
Features
. Automatic Quickest Charge/Discharge by patented impact mechanism
. Chuck Key is also available for manual Charge/Discharge
Operation

1. Automatic Charge
. Put drill bit in "HJybrid" chuck and fasten it by hand tentatively
. Hold chuck sleeve lightly and start drill clock-wise (1 sec for KHB10 and 3-4 for KHB13)

. Bit is firmly fixed

2. Automatic Discharge

° Set drill for reverse
o Hold chuck sleeve and start drill anti clock-wise
. Bit is instantly released
Page 25 TRAX KAWASAKI 2019 Product Catalogue
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ARX-T852S
1/4”Reversible Drill

Free Speed 2000RPM
Dimensions L140 x W35 x H140 mm
Spindle 3/8”-24unf
Weight .84 Kg
Max Pressure 90 Psi
Air Consumption 4 cfm
Inlet 1/4” PT

ARX-212
3/8”Reversible Drill

Free Speed 1800RPM
Dimensions L175 x W40 x H155 mm
Spindle 3/8”-24unf
Weight 1.24Kg
Max Pressure 90 Psi
Air Consumption 3.5cfm
Inlet 1/4” PT
ARX-212KL

ARX-704
1/2” Reversible Drill

Free Speed 700RPM
Dimensions 1210 x W45 x H160 mm
Spindle 3/8”-24unf

Weight 1.45Kg
Max Pressure 90 Psi
Air Consumption 4 cfm

Inlet 1/4” PT

ARX-704KL

Keyless Version Available (Hybrid Chuck)

KPT-62SD
3/8” HD Composite Body Drill

Low Revving—Hi Torque

Free Speed 500RPM
Dimensions L164 x W40 x H140 mm
Spindle 3/8”-24unf
Weight .98 Kg
Max Pressure 90 Psi
Air Consumption 6.67 I/s
Inlet 1/4” PT

All TRAX Kawasaki drills are not recommended for use with Reduced Shank Drills or Holesaws

Page 26 TRAX KAWASAKI 2019 Product Catalogue

Keyless Version Available (Hybrid Chuck)
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ARX-SB4009RB—Torx
ARX-SB4009TRB—Tamper Proof Torx

9Pcs 1/2" Dr. Torx Bit Sets

| sietmm) | awxsoaooons | pncspasoores
Specifications: _ BS-B4T20 BS-BAT20TP
BS-BAT25 BS-B4T25TP
BS-B4T27 BS-B4T27TP
BS-B4T30 BS-B4T30TP
_ BS-B4T40 BS-BAT40TP
BS-B4T45 BS-B4T45TP
_ BS-B4T50 BS-B4TS0TP
BS-B4TS5 BS-B4TS5TP
T60 BS-B4T60 BS-B4T60TP

ARX-SB4008HXB—Metric

ARX-SB4008HXBS—Imperial

=3
I
@
x
@
(il
%
M
—+

8Pcs 1/2" Dr.

| pncsnaoosie | sieimm) | an.snaoosivs |
BS-B4HX05 BS-B4HXO05S
BS-B4HX06 BS-B4HX06S
7 x 55mmL BS-B4HX07 BS-B4HX08S
BS-B4HX08 BS-B4HX09S
10 x 55mmL BS-B4HX10 BS-B4HX11S
12 x 55mmL BS-B4HX12 BS-B4HX13S
14 x 65mmL BS-B4HX14 BS-B4HX14S
17 x 75mmL BS-B4HX17 BS-B4HX16S

ARX-1BS40010HM-Metric

Specifications:

ARX-IBS40010HS—Imperial

10Pcs 1/2" Dr. Impact Hex Socket Bit Set

m ARX-IBS40010HM m ARX-IBS40010HS

Specifications: _

4x 60mmL IBS-A4060HX04 [y er bt ililulk]| IBS-A4060HX5/32
IBS-A4060HX05 IBS-A4060HX3/16
m IBS-A4060HX06 IBS-A4060HX1/4
IBS-A4060HX07 IBS-A4060HX5/16
IBS-A4060HX08 IBS-A4060HX3/8

m IBS-A4060HX10  [/ALE A ilk] IBS-A4060HX7/16

IBS-A4060HX12 1BS-A4060HX1/2
LUUIIE | 1BS-A4060HX14 IBS-A4060HX9/16

IBS-A4060HX17 1BS-A4060HX5/8

TRAX KAWASAK| IBS-A4060HX19 IBS-A4060HX3/4
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ARX-213KL
3/8”Carbonate Body Reversible Keyless Drill

PAGE 96

ARX-130016H

16 Pcs 3/8” Dr. InHex Socket Bit Set

Free Speed 1800RPM
m Dimensions L195 x W45 x H155 mm
Specifications: — BS-B3HX04 BS-B3HX04L Spindle 3/8”-24unf
_ BS-B3HX05 BS-B3HXO05L Weight 9Kg
_ BS-B3HX06 BS-B3HXO06L Max Pressure 90 Psi
BS-B3HX07 BS-B3HXO07L Air Consumption 4 cfm
— BS-B3HX08 BS-B3HX08L Inlet 1/47pPT
_ BS-B3HX09 BS-B3HX09L
n BS-B3HX10 BS-B3HX10L ARX_7 0 Z K L
n BS-B3HX12 BS-B3HX12L

ARX-130016T 1/2”Carbonate Body Reversible Keyless Drill

Free Speed 450RPM
" X Dimensions L217 x W50 x H163 mm
16 Pcs 3/8" Dr. Tamper Proof Torx Bit Set spinde 3/8"-28unt
| Sietmm) | tem o, st e . sommty weiht 2k
Specifications: BS-B3T15TP BS-B3T15LL Max Pressure 90 Psi
BS-B3T20TP BS-B3T20LL Air Consumption 4 cfm
BS-B3T25TP BS-B3T25LL Inlet 1/4” PT
BS-B3T27TP BS-B3T27LL
sseamioe  BseaTiol
BS-B3T40TP BS-B3T40LL K PT 3 8 60
T45 BS-B3T45TP BS-B3T45LL nn H H H
3/8”” Reversible Kawasaki Keyless Drill
T50 BS-B3T50TP BS-B3T50LL Industrial Composite BOdy
ARX'400020T Free Speed 2000RPM
Dimensions L155 x W45 x H155 mm
n H . ”
20 Pcs 1/2" Dr. Tamper Proof Torx Bit Set Spindle 3/8”-24unf
| Sietmm) | tem o, sty [ o, aommy) e s
. _ Max Pressure 90 Psi
Specifications: T15 BS-B4T15TP BS-B4T15LL
_ Air Consumption 10.11/s
T20 BS-B4T20TP BS-B4T20LL
Inlet 1/4” PT
T25 BS-B4T25TP BS-BAT25LL
BS-BAT27TP BS-BAT27LL KPT 3 87 0
BS-BAT30TP BS-B4T30LL
” . . .
os.84a0TP o5 84T4OLL 1/2” Reversible Kawasaki Keyless Drill
Industrial Composite Body
T45 BS-BAT45TP BS-BATA5LL
Free Speed 380RPM
T50 BS-B4T50TP BS-BAT50LL
ARX-432012TB Dimensions 1180 x W45 x H155 mm
Spindle 3/8”-24unf
n n n H i .
12Pcs 1/4" & 3/8" & 1/2" Dr. Tamper Proof Bit Set Weight 13ke
Max Pressure 90 Psi
1/2" Torx Tamper Socket Bit: T8, T10, T15 Air Consumption 10.11/s
Specifications: p
Inlet 1/4” PT

3/8" Torx Tamper Socket Bit: T20, T25, T27, T30

1/4" Torx Tamper Socket Bit: T40, T45, T50, T55, T60
For Replacement Bits See Above Tables (1/4” Replacement Bits N/A)

All TRAX Kawasaki drills are not recommended for use with Reduced Shank Drills or Holesaws
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3/4” Cr.V Socket Set

KPT-68B

3/8”Kawasaki Reversible Drill

Free Speed 2100RPM
Dimensions L165 x W40 x H155 mm

Spindle 3/8”-24unf
Weight 1.2 Kg
Max Pressure 90 Psi
Air Consumption 3.5cfm
Inlet 1/4” PT

KPT-68BKL

Keyless Version Available (Hybrid Chuck)

KPT-71

1/2” Kawasaki Reversible Drill

Free Speed 500RPM
Dimensions 1210 x W45 x H160 mm
Spindle 3/8”-24unf
Weight 1.55 Kg
Max Pressure 90 Psi
Air Consumption 4 cfm
Inlet 1/4” PT
KPT-71KL

Keyless Version Available (Hybrid Chuck)
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ARX-6027MSB

27Pcs 3/4" Dr. Hand Socket Set

Specifications:

10Pcs 12Pt. Metric sockets: 22, 24, 27, 30, 32, 36, 38, 41, 46, 50mm
12Pt SAE sockets:

12Pcs 7/8,15/16, 1, 1-1/8, 1-3/16, 1-5/16, 1-3/8, 1-7/16, 1-5/8, 1-3/4,
1-7/8, 2"

2Pcs 4" Ext.Bar: 4" /8"

1Pc 20" Professional Rev. Ratchet Quick Release

1Pc 18" Sliding “T” Bar

Individual 3/4” Sockets
Crvcsion | sue | s | sie | rairsno | sio | uishon |

‘WAl ARX-HS3417 ARX-HS3432 7/8” ARX-HS3422S | (L=7L ] ARX-HS3444S

ARX-HS3419 ARX-HS3433 [HJALGAN  ARX-HS3424S |/ L48H ARX-HS3447S

ARX-HS3421 ARX-HS3436 ARX-HS3425S ARX-HS3450S

ARX-HS3422 ARX-HS3438 [V ARX-HS3428S

ARX-HS3423 ARX-HS3441 [EEJALHE ARX-HS3430S

ARX-HS3424 ARX-HS3442 (48 ARX-HS3433S

ARX-HS3426 ARX-HS3446 [HE=JEEE  ARX-HS3434S

Pyl ARX-HS3427 ARX-HS3450 [HE7/AL58  ARX-HS3436S

ARX-HS3430 ARX-HS34415
ARX-HT34EB100 3/4" DR. Extension Bar 100 mm
ARX-HT34EB200 3/4" DR. Extension Bar 200 mm
ARX-99397 3/4” DR. Extension Bar 400 mm
ARX-HT34STB460 3/4" DR. 18" Sliding “T” Bar (460mm)
ARX-6021RH 3/4" Dr. Professional Rev. Quick Release Ratchet Handle

TRAX KAWASAKI 2019 Product Catalogue
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Individual Cr.V Sockets 1/4” 3/8” 1/2”

1/4” Sockets

-
Q
&
*
(%)
=
o
3

ARX-HS1405  ARX-HS1405L ARX-HS1406S

ARX-HS1406  ARX-HS1406L 7JEPHE ARX-HS1407S

“Aulit | ARX-HS1407  ARX-HS1407L ARX-HS1408S

ARX-HS1408  ARX-HS1408L ARX-HS1409S

ARX-HS1409  ARX-HS1409L ARX-HS1410S

ARX-HS1410  ARX-HS1410L ARX-HS1411S

ARX-HS1411  ARX-HS1411L ARX-HS1412S
ARX-HS1412  ARX-HS1412L ARX-HS1414S

ARX-HS1413  ARX-HS1413L ARX-HS1416S

3/8” Sockets

ARX-HS3806

ARX-HS3809

ARX-HS3810

ARX-HS3811

ARX-HS3812

1/2” Sockets
Crrs o | e |
Z3

Part # Short

Lyl ARX-HS1217

ARX-HS1218

Part # Short

ARX-HS3815 [« ARX-HS38065S
ARX-HS3816 ARX-HS3807S
ARX-HS3808 /il ARX-HS3817 ARX-HS3808S
ARX-HS3818 ARX-HS3809S
ARX-HS3819 ARX-HS3810S
ARX-HS3820 ARX-HS38105S
ARX-HS3821 ARX-HS3811S

ARX-HS3813 ARX-HS3822 ARX-HS3812S
ARX-HS3814 ARX-HS3823 ARX-HS3813S

Part # Sh

ARX-HS1210 ARX-HS1219 ARX-HS1210S
ARX-HS1211 ARX-HS1220 [7// ARX-HS1211S
ARX-HS1212 ARX-HS1221 ARX-HS1213S
ARX-HS1213 ARX-HS1222 ARX-HS1214S
ARX-HS1214 ARX-HS1223 | ARX-HS1216S
ARX-HS1215 ARX-HS1224 ARX-HS1218S

ARX-HS1216 [77lili ARX-HS1227 ARX-HS12195
ARX-HS1230 [kJAL4| ARX-HS1221S

ARX-HS1232 ARX-HS1222S

TRAX KAWASAKI 2019 Product Catalogue

TOP Flex Head Ratchets

180° Flexible Head Ratchet

Specifications: © 3/8”-TOP-FRH3

e 1/2-TOP-FRH4
rri sy | sie | st | o /

ARX-HS1406SL

ARX-HS1407SL

ARX-2RAT006 1/4” Ratchet Handle
ARX-HS1408SL

ARX-HT14EB50 1/4" Extension Bar 75mm
ARX-HS1409SL
ARX-HS1410SL ARX-HT14EB150 1/4" Extension Bar 125mm
ARX-HS1411SL ARX-HT14ST Sliding T Handle
ARX-HS1412SL ARX-HT14U)J 1/4" Universal Joint
ARX-HS1414SL ARX-HT14SH 1/4” Spinner Handle
ARX-HS14165L ARX-HTSH150 1/4” Swivel Handle 150mm

9/16”
5/8”
11/16”
3/4”

13/16”

7/8"

15/16”

1-1/16”

1_1/ ”

Part # Short ‘

ARX-HS3814S

ARX-HS3816S ARX-3RAT006 3/8” Ratchet Handle
ARX-HS38185  ARX-HT38EB75 1/2" Extension Bar 75mm
ARX-HS3819S
ARX-HT38EB125 1/2" Extension Bar 125mm
ARX-HS3821S
ARX-HS3822S ARX-HT38EB250 1/2" Extension Bar 250mm
ARX-HT38UJ 1/2" Universal Joint
ARX-HT12F38M 3/8"M X 1/2"F 3 Way Adaptor
ARX-HTSH250 3/8“ Swivel Handle 250mm
Part # Short
ARX-HS1224S
ARX-HS12265  ARX-4RAT006 1/2” Ratchet Handle

ARX-HS1227S

ARX-HT12EB75 1/2" Extension Bar 75mm

ARX-HS1229S

ARX-HT12EB125  1/2" Extension Bar 125mm

ARX-HS1230S
ARX-HS1232S ARX-HT12EB250  1/2" Extension Bar 250mm

ARX-HT12U)J 1/2" Universal Joint

ARX-HT12M38F 1/2"M X 3/8"F 3 Way Adaptor

ARX-HTSH380 Swivel Handle 380mm

KAWASAKI

Angle Drills

ARX-215
3/8” Straight Drill

Free Speed 2500 RPM
Dimensions 1230 x W40 x H40 mm
Spindle 3/8”-24unf
Weight 1Kg
Max Pressure 90 Psi
Air Consumption 6 cfm
Inlet 1/4” PT

ARX-205N
3/8” Angled Head Drill

Non-Reversible

Free Speed 1650 RPM
Dimensions L195 x W40 x H95 mm
Spindle 3/8”-24unf
Weight 1Kg
Max Pressure 90 Psi
Air Consumption 4 cfm
Inlet 1/4” PT

ARX-510H
3/8” Angled Head Drill

Reversible
Free Speed 1650 RPM
Dimensions L200 x W40 x H100 mm
Spindle 3/8”-24unf
Weight 1.8Kg
Max Pressure 90 Psi
Air Consumption 4 cfm
Inlet 1/4” PT

KPT-66ADR
1/2” Kawasaki Angled Head Drill

Reversible
Free Speed 450 RPM
Dimensions 1210 x W40 x H115 mm
Spindle 3/8”-24unf
Weight 1.2Kg
Max Pressure 90 Psi
Air Consumption 9.11/s
Inlet 1/4” PT

All TRAX Kawasaki drills are not recommended for use with Reduced Shank Drills or Holesaws

TRAX KAWASAKI 2019 Product Catalogue



AUSTRALIA

KAWASAKI

Pneumatic Drivers

AUSTRALIA

KAWASAKI

ARX-304/800
800RPM 1/4” Adjustable Clutch Screwdriver

Free Speed 800 RPM
Torque 3.39—10.74Nm
Dimensions L220 x W45 x H145 mm
Weight 1.3Kg
Max Pressure 90 Psi
Air Consumption 4 cfm
Inlet 1/4” PT

ARX-304/1800
1800RPM 1/4” Adjustable Clutch Screwdriver

Free Speed 1800 RPM
Torque 3.39-7.91Nm
Dimensions L220 x W45 x H145 mm
Weight 1.3Kg
Max Pressure 90 Psi
Air Consumption 4 cfm
Inlet 1/4” PT

ARX-306G
500 RPM 1/4” Adjustable Clutch Screwdriver

Clutch

Bottom Adjuster

Control Spring
Top Adjuster

Free Speed 500 RPM 1/2"Dr.
Torque 7Nm
Dimensions 1290 x W61 x H49 mm 14Pcs
Weight 1.3Kg
Max Pressure 90 Psi
Air Consumption 4 cfm

Inlet 1/4” PT

9Pcs

v 3 Speeds Forward
v 1 Speed Full
Power Reverse

Page 30 TRAX KAWASAKI 2019 Product Catalogue

ARX-3108 po

1/4” Composite Straight Screwdriver

Free Speed 10000 RPM
Torque 52 ft/lb
Dimensions L225 x W50 x H70 mm 15Pcs
Weight .87 Kg
Max Pressure 90 Psi
Air Consumption 4 cfm
Inlet 1/4” PT
4Pcs
12Pcs
Page 93

A . 2 %
W \/»'n P X
-
R

1/2"Dr. Sockets(12PT)
Size: 14, 15, 16, 17, 18, 19, 20, 21, 22, 23,

24,27,30,32 mm
1/2"Dr. Accessories:
Universal Joint

Wobble Extension Bars: 125, 250 mm

3/8"Dr. Female x 1/2"Dr. Male adaptor (3ways)

Coupler of bits

Spark Plug Sockets:14,16,18,21mm

Hex Key Wrenches: 1.5, 2.0, 2.5 mm
Bits(5/16"” x 30mm in length)
TX Type : T-40, 45, 50, 55

Slotted Type : 8, 10, 12 mm

Hex Type : 8, 10, 12, 14 mm

Phillips Type : # 3,4

Pozidrive Type : # 3,4

Double Flex Socket Wrenches (12PT):

Size: 8x9,10x11,12x 13,14 x 15 mm

15° Off Set Combination Wrench (12PT)
Size: 8,9,10,11,12,13,14,15,16,17,18,19 mm

3pcs
1/4”Dr.
12Pcs

5Pcs

21Pcs

3/8”Dr.
12Pc

5Pcs

ARX-432115

115 PC 1/4”+ 3/8”+ 1/2"DR. Socket & Wrench Set

72 Teeth Curved Ratchet Handle:
Size:1/2”Dr., 3/8”Dr., 1/4”Dr.

1/4"Dr. Sockets(12PT)
Size:4,4.5,5,5.5,6,7,8,9, 10, 11, 12, 13mm

1/4"Dr. Accessories:
Universal Joint

Extension Bars: 50, 150 mm

3/8"Dr. Female x 1/4"Dr. Male adaptor (3ways)

Spinner Handle
Screwdriver Socket:
TX Type : T-10, 15, 20, 25, 30, 40

Slotted Type : 4, 5.5, 7 mm

Hex Type:3,4,5,6,7,8mm

Pozidrive Type : #1, 2,3

Phillip Type : #1,2, 3
3/8"Dr. Sockets(12PT)
Size:8, 9, 10, 11, 12, 13, 14, 15, 16, 17, 18, 19 mm

3/8"Dr. Accessories:
Universal Joint

Wobble Extension Bars: 75, 150 mm

1/2"Dr. Female x 3/8"Dr. Male adaptor (3ways)

TRAX KAWASAKI 2019 Product Catalogue
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ARX-14042

42Pcs 1/4"Dr. Metric/ SAE Socket Set

1Pcs 72 Teeth Curved Ratchet Handle 1/4”
SpeCiﬁcaﬁonS: 1Pcs Swivel Handle 150mmL
1Pcs Universal Joint
1Pcs Sliding T-bar
1Pcs Spinner Handel
1Pcs 2" Ext. Bar (50mmL)
1Pcs 6" Ext. Bar (150mmL)
12Pt. Metric Sockets: (Long & Short)
9Pcs
Size:5,6,7,8,9,10,11, 12,13 mm
12Pt. AF(SAE) Sockets: (Long & Short)

9Pcs
Size:3/16, 7/32, 1/4, 9/32, 5/16, 11/32, 3/8, 7/16, 1/2"

ARX-38040

40Pcs 3/8"Dr. Metric/ SAE Socket Set

1Pcs 72 Teeth Curved Ratchet Handle 3/8”
Speciﬁcations: 1Pcs  Swivel Handle 250mmL
1Pcs  Universal Joint
1Pcs  3-Way Adaptor
1Pcs 3" Ext. Bar (75mmL)
1Pcs 6" Ext. Bar (150mmL)
1Pcs  10” Ext. Bar (250mmL)
12Pt. Metric Sockets:
18Pcs
Size:6, 7, 8,9, 10, 11, 12, 13, 14, 15, 16, 17, 18, 19, 20, 21, 22, 23 mm
12Pt. AF(SAE) Sockets:

13Pcs
Size:1/4,9/32, 5/16, 11/32, 3/8, 7/16, 1/2, 9/16, 5/8, 11/16, 3/4, 13/16, 7/8"

ARX-12040

58 1116 34 1316 78 1516 1T 1-1/16
-V = PN N PN
PAY

1000

Em— 40Pcs 1/2"Dr. Metric/ SAE Socket Set

" w0n 72 Teein

CovoaRascnotHonge ~ S 1Pcs 72 Teeth Curved Ratchet Handle 3/8”
e o e Specifications: ipcs  swivel Handle 380mmL

1Pcs  Universal Joint

1Pcs  Sliding T-Bar Adaptor

N — o

1Pcs 3" Ext. Bar (75mmL)
1Pcs 5" Ext. Bar (125mmL)
1Pcs  10” Ext. Bar (250mmL)
12Pt. Metric Sockets:
9Pcs
Size: 10, 11, 12,13 ,14,15,16,17 ,18 ,19, 20, 21, 22, 23, 24, 27, 30, 32 mm
12Pt. AF(SAE) Sockets:
Size: 3/8", 7/16", 1/2", 9/16", 5/8", 11/16",3/4",13/16", 7/8", 15/16",

9Pcs

2019 Product Cat

1",11/16",1-1/8",1-3/16", 1-1/4"
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Pneumatic Drivers

KPT-SD110A

1/4” External Clutch Screwdriver

Free Speed 2200 RPM
Torque 11-17 Nm
Dimensions L205 x W45 x H155 mm
Weight 1.35Kg
Max Pressure 90 Psi
Air Consumption 5.06 I/s
Inlet 1/4” PT

ARX-3009

1/4” Impact Screwdriver

Free Speed 8900 RPM
Torque 240 Ft/lbs (325Nm)
Dimensions L165 x W48 x H165 mm
Weight 1Kg
Max Pressure 90 Psi
Air Consumption 3.4 cfm
Inlet 1/4” PT

KPT-851D

1/4” Kawasaki Impact Screwdriver

Free Speed 16000 RPM
Torque 41Nm
Dimensions L125 x W40 x H157 mm
Weight 7Kg
Max Pressure 90 Psi
Air Consumption 6.74 /s
Inlet 1/4” PT

TRAX KAWASAKI 2019 Product Catalogue
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Die Grinders

ARX-110

Micro Die Grinder

AUSTRALIA

PAGE 91

KAWASAKI

Spanner Sets / Socket Sets

ARX-FDW0100C

11Pcs Flat 12PT Metric Double Ring Set

Kit Version Available with Assorted 1/8” stones
ARX-110K

ARX-111

General Purpose Die Grinder

328
368
388
408
415
430

445

Free Speed 56000 RPM
Dimensions L156 x W15 x H15 mm
Collet 1/8" Specifications:
Max Pressure 90 Psi
235 ARX-FDWO0809E
Air Consumption 4 cfm
290 ARX-FDW1011E
Inlet 1/4” PT

ARX-FDW1213E
ARX-FDW1415E
ARX-FDW1617E
ARX-FDW1819E
ARX-FDW2022E
ARX-FDW2123E
ARX-FDW2427E
ARX-FDW2528E

ARX-111K

Optional Collet
Weight
Max Pressure
Air Consumption

Inlet

Page 32 TRAX KAWASAKI 2019 Product Catalogue

Kit Version Available with Assorted 1/8” & 1/4” stones

ARX-111SK = Replacement Stone Kit

KPT-24DG

Kawasaki General Purpose Die Grinder

3mm & 6mm

p 445
£ 4
Free Speed 22000 RPM @
\/ y
Dimensions L175 x W42 x H42 mm
Collet 1/8” & 1/4”
Optional Collet 3mm & 6mm
weigh o2te ARX-91442
Max Pressure 90 Psi
Air Consumption 4 cfm )
44Pcs Bit & Socket Set
Inlet 1/4” PT

Hex Type: 3,4,5,6 mm

Phillips Type : #0,1,2,2,3

Pozidriv Type : #0,1,2,2,3

Slotted Type : 3,3.5,4.5,5.5,6.5mm

Free Speed 23000 RPM
Dimensions 1145 x W40 x H40 mm 8Pcs 1/4” Dr. 12Pt. Sockets:
Collet 1/8” & 1/4”

4Pcs Accessories:

54 Kg
90 Psi
48 teeth Stubby Ratchet
11.461/s
1/4” PT 50 mm Extension Bar

4” Spinner Handle

Coupler of bits
1Pc 4” Adjustable Wrench

Page 91 TRAX KAWASAKI 201Pc Magnetic Quick Release Bit Holder

460 ARX-FDW3032E

30Pcs Color Ring Bits 1/4”x25mm in Length:
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Die Grinders

ARX-1514CM

14Pcs 15° Offset 12PT Metric Combination Wrench Set

iemmd_fenginmm remno.__|
Specifications: -105 ARX-1506CW
115 ARX-1507CW
- 125 ARX-1508CW
- 135 ARX-1509CW
_ 145 ARX-1510CW
_ 155 ARX-1511CW
165 ARX-1512CW
175 ARX-1513CW
185 ARX-1514CW
195 ARX-1515CW
205 ARX-1516CW
_ 215 ARX-1517CW
ARX-7507DM s P —
_ 235 ARX-1519CW

7Pcs 75° Offset 12PT Metric Double Ring Wrench Set

ARX-750607DW

~N

[y
(=]

ARX-750809DW
ARX-751011DW

N
(=Y

ARX-751213DW
ARX-751415DW
ARX-751617DW
ARX-751819DW

ARX-0012GM

12Pcs Straight 12PT Metric Gear Wrench Set

Specifications: _ 1 ARX-0008GW
72Teeth 1 ARX-0009GW
( _ 1 ARX-0010GW
_ 1 ARX-0011GW
_ 170 ARX-0012GW
Length
178 ARX-0013GW
_ 190 ARX-0014GW
_ 1 ARX-0015GW
koo T _2 ARX-0016GW
;B ARX-00176W
_2 ARX-0018GW
Page 90 TRAX KAWASAKI 2019 Product Catalogue _ 247 ARX-0019GW

Free Speed
Dimensions
Collet
Optional Collet
Weight
Max Pressure
Air Consumption

Inlet

ARX-132NEK
Kit Version Available with Assorted 1/8” & 1/4” stones

ARX-132NE
Extended Die Grinder

22000 RPM

L240 x W35 x H35 mm

1/8" & 1/4”
3mm & 6mm
.65 Kg
90 Psi
4 cfm

1/4” PT

3mm & 6mm Collets also included in Kit
ARX-111SK = Replacement Stone Kit

ARX-113AN

Free Speed
Dimensions
Collet
Optional Collet
Weight
Max Pressure

Air Consumption

Inlet

Free Speed

Dimensions

Collet
Optional Collet
Weight
Max Pressure
Air Consumption

Inlet

Page 33 TRAX KAWASAKI 2019 Product Catalogue

Mini Die Grinder

23000 RPM

L135 x W35 x H35 mm

1/8" & 1/4”
3mm & 6mm
.35Kg
90 Psi
4 cfm

1/4” PT

ARX-114AN
Right Angled Die Grinder

18000 RPM

L130 x W35 x H35 mm

1/8” & 1/4”
3mm & 6mm
.5Kg
90 Psi
4 cfm

1/4” PT
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Die Grinders/Engraver Spanner Sets

ARX-ES101 ARX-22C
Air Engraver
Free Speed 34000 RPM NIl L 22Pc Metric + Imperial R/Oe Spanner Set
Vibration 2.8m/sec
Tip Tungsten Carbide Speciﬁcations:
Weight .24 Kg
Max Pressure 90 Psi Metric 8mm - 19mm
Compressor Required 8 cfm
Inlet 1/4” PT

Imperial 1/4” - 7/8”
Replacement Tip—ES101-17

Individual Sizes Available See Below

Polycarbonate Body Die Grinder
Free Speed 22000 RPM .
e 12Pc Metric R/Oe Large Spanner Set
Dimensions L178 x W45 x H45 mm
Collet 1/8” & 1/4”
Optional Collet 3mm & 6mm SpeCiﬁcaﬁonS:
Weight .6Kg
Max Pressure 90 Psi Metric 20mm - 32mm
Air Consumption 3.5 cfm
Inlet 1/4" PT Individual Sizes Available See Below
ARX-ST200K
Kit Version Available with Assorted 1/8” & 1/4” stones
ARX-1115K = Replacement Stone Kit Individual Replacement Spanners R/Oe
22c-8 8mm 22¢-24 24mm 22¢-1/4 1/4”
22¢-9 9mm 22¢-25 25mm 22¢-5/16 5/16”
A RX- 1 1 20 AH 22¢-10  10mm 22¢-26  26mm 22¢-3/8 3/8”
. . 22¢-11  11mm 22¢-27 27mm 22c¢-7/16 7/16”
120 Degree Angle Head Die Grinder 22¢-12  12mm 22¢-28  28mm 22¢-1/2 1/2”
free speed 75000 RO 2213 13mm 22¢-29  29mm 22c-9/16  9/16”
22c-14 14mm 22¢-30 30mm 22c-5/8 5/8”
Dimensions L175 x W45 x H85 mm 22c-15 15mm 22c¢-32 32mm 22c-11/16 11/16”
Collet 1/8” & 1/4” 22¢-16 16mm 22c¢-3/4 3/4”
22c¢-17 17mm 22¢-13/16  13/16”
Optional Collet 3mm & 6mm 22¢-18 18mm 22C-7/8 7/8”
Weight 5Kg 22¢-19 19mm 22c-15/16 15/16”
Max Pressure 90 Psi 22¢-20 20mm 22c-1 1"
22c-21 21mm 22¢-1-1/15 11/16”
Air Consumption 3cfm 22c-22 22mm 22-1-1/8 11/8”
et et 22¢-23  23mm 22¢-1-1/4  11/4”
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Specialty Spanners Die Grinders

ARX-DG14A

Hook Spanner Wrench HD Polycarbonate Sleeve Die Grinder
Free Speed 22000 RPM
Specifications: Dimensions L170 x W49 x H49 mm
Collet 1/8” & 1/4”
ARX-HW104 Size...115mm-158mm(4 1/2" - 6 1/4") Optional Collet 3mm & 6mm
ARX-HW103 Size...50mm-120mm(2”- 4 3/4") Weight 7¥e
ARX-HW102 Size...32mm-75mm(1 1/4 ~ 3") Max Pressure 90Psi
ARX-HW101 Size...19mm-50mm(3/4" ~ 2”) Air Consumtion 4 cfm
Inlet 1/4” PT
ARX-HWS4—All 4 sizes in a plastic pouch Features:
° 360° Adjustable exhaust directs air away from the user.
° Stronger cylinder with longer durability.

Pin Spanner Wrench
ARX-ADG14A
HD Polycarbonate Sleeve Angled Die Grinder

Specifications:

Free Speed 18000 RPM
ARX-PS114 Size...115mm-158mm(4 1/2" - 6 1/4") Dimensions L170 x W49 x H75 mm
ARX-PS113 Size...50mm-120mm(2”- 4 3/4") Collet 1/8” & 1/4”
ARX-PS112 Size...32mm-75mm(1 1/4 ~ 3") Optional Collet 3mm & 6mm
ARX-PS111 Size...19mm-50mm(3/4" ~ 2”) Weight 8Kg
Max Pressure 90 Psi
ARX-PSS4—All 4 sizes in a plastic pouch Air Consumption 4 cfm
Inlet 1/4” PT
Features:
° 360° Adjustable exhaust directs air away from the user.
° Stronger cylinder with longer durability.
° Heat release hole to prevent heat damage to bearings and gears

Speed Wrench
ARX-GD1514

HD Polycarbonate Sleeve 115 Angled Die Grinder

Specifications:

Free Speed 18000 RPM
ARX-SS150 Length:150mm Dimensions L170 x W49 x H75 mm
I ! <
ARX-S5200 Length:200mm Collet Y& &1/
Optional Coll 3 & 6
ARX-55250 Length:250mm prional Collet mm & 6mm
Weight .8Kg
ARX-55300 Length:300mm
Max Pressure 90 Psi
. . . Air Consumption 4 cfm
ARX-SSS4—All 4 sizes in a plastic pouch
Inlet 1/4” PT
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Specialty Die Grinders Adjustable Wrenches

ARX-1106G
HD Low Speed Die Grinder

Free Speed 4500 RPM
S o 1;:4;;':6 " TOP Thin Jaw Shifters
Optional Collet N/A
Weight 89K A specialty tool for thin lock nuts and limited spaced areas
Max Pressure 90 Psi
Air Consumption 3cfm Specifications:
Inlet 1/4” PT

TOP-HT200S—Straight Thin Jaw
TOP-HT200B—20 Degrees Elevated Thin Jaw

Erickson style collet for precise location of tool bit

ARX-1106G Features:

1. High power, light weight & low noise. L D e T1 T2 t
Part #

2. Run out < 0.08mm. o (mm) (mm) (mm) (mm) (mm) (mm)

3. Variable speed trigger for working with ease. HT-200S 216 57.5 20 4.5 13 8

4. High precision, good to use Tungsten Carbide and Stone Burr grinding. HT-200B 216 57.5 20 4.5 13 8

5. Grinder with speed reducer clutch for more power.

ARX-1105A
HD Angled Die Grinder

Free Speed 20000 RPM
Dimensions 1182 x W42 x H75 mm
Collet 1/8” & 1/4” TOP Large Wide Jaw Shifter
Optional Collet N/A
weigh e TOP-TMW-400
Max Pressure 90 Psi
Air Consumption 2.5 cfm Specifications:
Inlet 1/4” PT

Erickson style collet for precise location of tool bit 400mm Overall Length

35mm-84mm Jaw Opening
Cast Steel

ARX-1105A Features:

1. High power, light weight & low noise.
2. Run out < 0.08mm.

3. Variable speed trigger for working with ease.

4. High precision, good to use Tungsten Carbide and Stone Burr grinding.

5. 90° angle head allows flexibility for grinding in confined areas.

Page 36 TRAX KAWASAKI 2019 Product Catalogue Page 87 TRAX KAWASAKI 2019 Product Catalogue
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Adjustable Wrenches

TOP Stubby Shifters Cr.V

Great for confined spaces e.g under the sink
Specifications:

TOP-HY265—117mm Long—26mm Opening
TOP-HY30S—142mm Long—30mm Opening

. TOP-HY385—157mm Long—38mm Opening
. TOP-HY495—184mm Long—49mm Opening

TRAX Shifters

Cr.V Black Oxide Finish
Specifications:

ARX-62150—150mm Long(6”)—20mm Opening
ARX-62200—200mm Long(8”)—24mm Opening
ARX-62250—250mm Long(10”)—29mm Opening

ARX-62300—300mm Long(12”)—34mm Opening
ARX-62375—375mm Long(15”)—43mm Opening

ARX-62450—450mm Long(18”)—56mm Opening
ARX-62600—600mm Long(24”)—61mm Opening

Lobster Thin Profile Shifters

Cr.V Satin Chrome Finish

Specifications:

@TA—LF@@«% >
wodelNo. | site1 | sie2 | _sze3 | aw Capaciy
LUM24 150mm 5mm 9.5mm 0~24mm
LUM30 200mm 6mm 12.0mm 0~30mm
LUM36 245mm 7mm 14.0mm 0~36mm
LUM46 300mm 8mm 16.5mm 0~46mm

TRAX KAWASAKI 2019 Product Catalogue
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Specialty Die Grinders / Gasket Removal

ARX-117HG
Wire Brush Low Rpm Die Grinder

Free Speed 2400 RPM
Dimensions L214 x W48 x H48 mm
Collet 1/8” & 1/4”
Optional Collet 3mm & 6mm
Weight .9Kg
Max Pressure 90 Psi
Air Consumption 4 cfm
Inlet 1/4” PT

A die grinder specialised for wire brush clean up jobs

ARX-114HRKN

Gasket Removal Kit
ARX-114AN Angled Die Grinder (Specs on Pg. 26)
8x 2" Assorted Conditioning Pads
1x 2” Course Scourer
1x 2” Rollok type backing pad (Twist and Lock)
1x 1-1/2” Wire Brush

Kit made in-house Exclusive to TRAX

ARX-608K
Hi-Speed Sanding/Conditioning Kit

Free Speed 16000 RPM
Dimensions L150 x W50 x H145 mm

Spindle 5/8” 11unf

Pads 2” & 3” Chuck 1/4”
Weight .9Kg
Max Pressure 90 Psi
Air Consumption 5 cfm

Inlet 1/4” PT

ARX-608/1 Specs as above (Tool also available by itself)
6x 2” & 3” Assorted Sanding/Conditioning Pads

1x Spindle to Rollok Adaptor

1x 2” & 3 Rollok type backing pad (Twist and Lock)

1x 1/4” Chuck

Kit made in-house Exclusive to TRAX

TRAX KAWASAKI 2019 Product Catalogue
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Industrial Die Grinders

KPT-NG45A-CS

CK-105B
HD Die Grinder ‘

lﬁ“ A
Free Speed 20000 RPM al 15 Ton Separation type Hydraulic
Dimensions L157 x W38 x H38 mm |~ .
o . Y \ é Puller with Long & Short Jaw
Optional Collet N/A
Weight 7Kg Output Jaw Tip(mm)
Max Pressure 90 Psi
Air Consumption 6.67 I/s Ton
Inlet 1/4” PT Max.
(mm)
KPT-NG45A-CR A B c
Roll Throttle Version Available 15 Ton 240/320 50-350/410 82-280 20/28 | 9/11 | 30/33
e 22.5 Ton Separation type Hydraulic
Industrial Die Grinders ' . hI: 2 hvp y
Safety Lever(CS) & Roll Throttle(CR) Versions Available Puller wit ong Short Jaw
Output Reach Spread Stroke Jaw Tip(mm)
e v 1 \ || |
Ton ﬁﬁ?@] lF.?« (ﬁ] Db =
Safety Lever Version (CS models) Max. | L J I ' ! -
= o] __f | -2 S <
(mm) (mm) (mm) A B C
22.5Ton 315/380 50-440/540 110-330 28/30 | 11/14 | 33/40

Roll Throttle Version (CR models)

KPT-NG65A-CS  KPT-NG65A-CR  KPT-NG75A-CS  KPT-NG75A-CR
(KPT-NG65L-CS)  (KPT-NG65L-CR)  (KPT-NG75L-CR)  (KPT-NG75L-CR)

Free Speed 16000 RPM 16000 RPM 15000 RPM 15000 RPM C K_ 2 5 I N EXt ra
Dimensions L365(425) x W47 x H47 mm L310(370) x W47 x H47 mm L365(570) x W50 x H50 mm L310(515) W50 x H50 mm
Colle gmm o 6mm 6mm 50 Ton Separation type Hydraulic
Optional Collet N/A N/A N/A N/A .
Puller with Long & Short Jaw
Weight 1.3Kg(1.4Kg) 1.2Kg (1.4Kg) 1.4Kg (2.4Kg) 1.4Kg (2.4Kg) 4
Max Pressure 90 Psi 90 Psi 90 Psi 90 Psi
Air Consumption 8.341/s 8.341/s 101/s 101/s
Inlet 3/8” PT 3/8 PT 3/8” PT 3/8” PT
Output Reach Spread Jaw Tip(mm)
Long versions are available as noted in (Brackets) with the “L” i - W, % ||
Variation in specs also noted in (Brackets) Ton g 73 (gé‘if%} @
**Note Roll Throttle type not permitted on some worksites, please check before ordering** Max. ﬁ Jﬁ _% 1‘2_ )
(mm) (mm) (mm) A B (05
50 Ton 465/635 580/1000 125-425 40 29 48
Page 38 TRAX KAWASAKI 2019 Product Catalogue Page 85




KOTO-KW640

Universal Housing Nut Wrench

Specifications:

Range—35-125mm
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KOTO-QW-300N / KOTO-QW-330N

4-10Ton Truck Wheel Hub Puller
Specifications:

Range—210mm-486mm
Reach—QW-300N—140mm

Reach—QW-330N—240mm

KOTO-HB712

2-4Ton Housing Bearing Puller
Specifications:

Diameters of Pulling Hubs;

#7—60-70mm
#8—71-80mm

A heavy duty race puller for the removal of inner
#9—81-90mm bearing cones

#10—91-100mm For internal pulling of tapered roller bearings on

front & rear hubs of 2 - 4 Ton Trucks

#11—101-112mm

#12—113-123mm
TRAX KAWASAKI 2019 Product Catalogue
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Barrel Grinders / Sand Rammers

Safety Lever Version (DS models)

Roll Throttle Version (DR models)

KPT-NG65A-DS
(KPT-NG65A-DR)

KPT-NG75A-DS
(KPT-NG75A-DR)

KPT-NG125A-DSG

KPT-NG150A-DSG

(KPT-NG125A-DRG) (KPT-NG150A-DRG)

Free Speed 16000 RPM 15000 RPM 7200 RPM 6000 RPM
Dimensions L335(220) x W47 x H80 mm L335(280) x W50 x H88 mm L430(395) x W66 x H143 mm L490(445) W50 x H50 mm
Spindle Size 3/8” - 16THD 3/8” - 16THD 1/2” - 12THD 5/8” - 11THD

Disc Capacity

65x13x 9.5 mm

75x13 x9.5mm

125x19x 12.7mm

150 x 25 x 15.9mm

Weight 1.4Kg(1.3Kg) 1.5Kg 3.1Kg 4.4Kg
Max Pressure 90 Psi 90 Psi 90 Psi 90 Psi
Air Consumption 8.341/s 10.011/s 20.851/s 20.851/s

Inlet 3/8” PT 3/8 PT 1/2” PT 1/2” PT

Roll Throttle versions are available as noted in (Brackets) with the “DR”
Variation in specs also noted in (Brackets) for the “DR” models

**Note Roll Throttle type not permitted on some worksites, please check before ordering**

Sand Rammers

KPT-1 KPT-2
KPT-3 KPT-4
(KPT-1L) (KPT-2L)
Blows Per Min 1800 BPM 1000 BPM 800 RPM 800 RPM
Dimensions L430(940) x W36.5 x H65 mm L470(989) x W50 x H68 mm L619 x W60 x H77 mm L1165 W63 x H70 mm
Pad Diameter 42mm 50mm 65mm 67mm
Piston Stroke 50mm 65mm 100mm 100mm
Piston Diameter 18mm 22mm 25.4mm 25.4mm
Weight 2 Kg (3 Kg) 3 Kg (4 Kg) 6 Kg 8Kg
Max Pressure 90 Psi 90 Psi 90 Psi 90 Psi
Air Consumption 6.67 /s 8.341/s 11.67 I/s 11.67 I/s
Inlet 3/8” PT 3/8 PT 3/8” PT 1/2” PT
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Air Saws / Sheet Metal Tools

ARX-606N/5
Panel Crimp/Punch Tool

Dimensions L250 x W57 x H57 mm
Punch Hole 5mm
Crimp Capacity 1.2mm Steel
Weight 1.3Kg
Max Pressure 90 Psi
Air Consumption 0.25 cfm
Inlet 1/4” PT

ARX-604

Body Saw
Free Speed 9000 RPM
Dimensions L235 x W40 x H49 mm
Stroke Length 10mm
Cutting capacity 1.6mm Steel
Weight 7Kg
Max Pressure 90 Psi
Air Consumption 6.5 cfm
Inlet 1/4” PT

ARX-605

Air Nibbler
Free Speed 3000 RPM
Dimensions L180 x W41 x H103 mm
Cutting capacity 1.2mm Steel
Weight 9Kg
Max Pressure 90 Psi
Air Consumption 2 cfm
Inlet 1/4” PT

Replacement Dies & Punches available
ARX-605D—Replacement Die
ARX-605P—Replacement Punch

TRAX KAWASAKI 2019 Product Catalogue
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KOTO-TP-20 / KOTO-TP-20M

Alternator Bearing Puller Spring Closing Jaws Puller

Specifications:

Range—32-52mm

Specifications:

KOTO-TP-20 Range 10-45mm, Jaw Thickness 3.5mm

KOTO-TP-20M Range 10-95mm, Jaw Thickness 2.2mm

KOTO-KH-130

Beam Puller
Specifications:
Range—38mm-105mm

Claw Thickness—1.95mm

Page 83

KOTO-KH-200

Wide Spread Beam Puller
Specifications:
Range—130mm-216mm

Claw Thickness—5.2mm

6 & 8mm Threads provided for pulleys with threaded holes
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KOTO-KH-300

Harmonic Balance Puller
Specifications:
Range—60mm-100mm

6 & 8mm Threads provided for threaded holes

ARX-AB-1 /ARX-AB-2
Armature Bearing Puller
Specifications:

ARX-AB-1 Range 19 ~ 35mm

ARX-AB-2 Range 24 ~ 55mm

PAGE 82

ARX-PB1238

Pilot Bearing Puller

Specifications:

Pulling 1.D....cooverrrieirinnnns 12-38mm

KOTO-PB.120N

Internal Spigot Puller
Specifications:
3 Inserts—12, 16 &17mm

Precision made for the removal of spigot
bearings/bushes for flywheels.
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Sheet Metal/Cut Off Tools

Free Speed

Dimensions

Weight

Inlet

Weight

Inlet

Free Speed
Dimensions
Power
Disc Capacity
Weight
Max Pressure
Air Consumption
Noise

Inlet

TRAX KAWASAKI 2019 Product Catalogue

Cutting capacity

Max Pressure

Air Consumption

Free Speed
Dimensions

Cutting capacity

Max Pressure

Air Consumption

ARX-872

Pneumatic Scissors

2700 RPM
L256 x W45 x H52 mm
1.2mm Mild Steel
1Kg
90 Psi
4 cfm

1/4” PT

ARX-871

Pneumatic Shears

2600 RPM
L256 x W44 x H59 mm
1.2mm Mild Steel
1Kg
90 Psi
4 cfm

1/4” PT

ARX-344

4” Extended Corner Cutter

15000 RPM
L370 x W115 x H85 mm
0.7HP (522W)
100mm(0OD) x 10mm(ID) x Imm
1.38 Kg
90 Psi
4.9 cfm

85dBa

1/4” PT
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Cut Off Tools

ARX-135
3” Cut Off Tool

Free Speed 18000 RPM
Disc Size 3”
Dimensions L190 x W85 x H66 mm
Weight 7Kg
Max Pressure 90 Psi
Air Consumption 4 cfm
Inlet 1/4” PT

ARX-356
3” HD Cut Off Tool

Free Speed 18000 RPM
Disc Size 3”
Dimensions L196 x W90 x H83 mm
Weight 1.1Kg
Max Pressure 90 Psi
Air Consumption 6 cfm
Inlet 1/4” PT

ARX-345
4” Straight Cut Off Tool

Free Speed 14000 RPM
Disc Size 4”
Dimensions L196 x W98 x H119 mm
Weight 1Kg
Max Pressure 90 Psi
Air Consumption 4.5 cfm
Inlet 1/4” PT
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2 & 3 Jaw HD Pullers

ARX-0005

Long Reach Spindle Bearing Puller

Specifications

Drop Forged Cr.Mo Alloy Steel

Hardened 45 HRC to resist more pressure than standard
carbon steel/Cr.V pullers

ARX-MP3-5A

Spread—4” (100mm)
Reach—2 1/2” (62mm)

Capacity—2 Ton

ARX-MP4-5A

Spread—6” (150mm)
Reach—3” (75mm)

Capacity—5 Ton

ARX-MP6-5A

Spread—8” (200mm)
Reach—3 1/2” (87mm)

Capacity—5 Ton

ARX-MP8-5A

Spread—9 1/2” (235mm)
Reach—5 1/2” (137mm)

Capacity—>5 Ton

ARX-HS933

Fast Fit Micro Puller

® Pulling O.D..............10-50mm ® Legs Spread.......cccceercurinnnns 19 ~45mm
® Reaching Length................ 235mm ® Shaft Reach.........cecceveevvevnreneee. 73mm
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Angle Grinders

ARX-834LN
2” Grinder/Sander

Free Speed 15000 RPM
- Disc/Pad Size 2"
Spindle Size 1/4” - 28unf
Dimensions L168 x W34 x H59 mm
Weight 8Kg
Max Pressure 90 Psi
Air Consumption 4 cfm
Inlet 1/4” PT
2 Jaws Mechanical Puller 3 Jaws Mechanical Puller 2 & 3 Jaws Gear Puller
Specifications: Specifications: Specifications:
® ARX-2MP3" Size....3" ® ARX-3MP3" Size....3" ® ARX-MP234 4" Cr-V ARX-832L
® ARX-2MP4" Size....4" ® ARX-3MP4” Size....4" ® ARX-MP237 7" Cr-V 4;; Grinder
® ARX-2MP6” Size....6" ® ARX-3MP6” Size....6" free Speed 12000 RPM
® ARX-2MP8” Size....8" ® ARX-3MP8” Size....8" i Size v
Spindle Size 3/8” - 24unf
Dimensions L226 x W50 x H94 mm
Weight 1.7 Kg
Max Pressure 90 Psi
Air Consumption 14 cfm
Inlet 1/4” PT
ARX-832R
Roll Throttle Version Available
2 Arm Gear Puller 3 Arm Gear Puller 2 Arm Gear Puller 5” Grinder
Free Speed 10000 RPM
Specifications: Specifications: Specifications: Disc Size 5
Spindle Size M14 x 2.0P
-Europe Type- -Europe Type- -U.S.A Type- Dimensions L257 x W55 x H90 mm
Weight 1.8Kg
® ARX-ST22/08 22/08” ® ARX-ST33/06 33/06" ® ARX-SG120 120 x 90mm Max Pressure 90 Psi
® ARX-ST22/10 22/10” e ARX-ST33/08 33/08" ® ARX-SG160 160 x 140mm Air Consumption 15 cfm
® ARX-ST22/12 22/12 e ARX-ST33/10 33/10" ® ARX-5G200 200 x 140mm inlet 14 PT
® ARX-ST33/12 33/12"
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Angle Grinders

PAGE 44

ARX-ST804
4” Polycarbonate Body Grinder

Free Speed 10000 RPM
Disc Size 4”
Spindle Size M10x 1.5
Dimensions L244 x W76 x H91 mm
Weight 1.4Kg
Max Pressure 90 Psi
Air Consumption 3.5cfm
Inlet 1/4” PT

KPT-100A

4” Kawasaki Grinder

Free Speed 12000 RPM
Disc Size 4”
Spindle Size M10x 1.5
Dimensions 1229 x W52 x H82 mm
Weight 1.7Kg
Max Pressure 90 Psi
Air Consumption 9.44 /s
Inlet 1/4” PT

KPT-125A

5” Kawasaki Grinder

Free Speed 12000 RPM
Disc Size 4”
Spindle Size M14x 2.0
Dimensions 1229 x W57 x H82 mm
Weight 1.7 Kg
Max Pressure 90 Psi
Air Consumption 9.44 /s
Inlet 1/4” PT
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AN

!

ARX-OR705

Adjust Range |[Bearing Range Jaw Size @ (mm)
6004-6010 6 /8

20~95mm 6201-6206 55/61/8
6300-6304 6 /8

ARX-OR705M

Medium Twin Ball Bearing Puller

AN

: @ ot

Adjust Range |Bearing Range Jaw Size @ (mm)
6207 - 6211 11/12.5/15

35~120mm 6305 -6308 11/12.5
6403 - 6405 11/12.5/15

ARX-OR705-2

3-Way Bearing Puller

“ = ) =
W/Separator W/External Legs W/Internal Legs
Adjust Range | Bearing Range | Jaw Size @ (mm) Beam Legs
6207 - 6211 11/125/15
35~120mm | 6305 -6308 11/12.5 30~50mm [30~90mm
6403 - 6405 11/12.5/15

ARX-OR705L

Large Twin Ball Bearing Puller

=1 s i
Adjust Range |Bearing Range Jaw Size @ (mm)
6021 -6032 15/17.4/20
56~220mm 6212 -6230 15/17.4/20/25.2/30
6309 -6321 17.4/20/252/30/36.4
6406 - 6417 15/17.4/20/252/30/36.4
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Angle Grinders

ARX-831L

7” Grinder
Free Speed 7000 RPM
Disc Size 7"
Spindle Size 5/8 - 11unf
Dimensions L331 x W74 x H105 mm
Weight 3.1Kg
Max Pressure 90 Psi
Air Consumption 3.94 cfm
ARX-YC911 ARX-YC1000 Inlet 3/8" T

10T Hydraulic Hub Puller Internal & External Puller Set

Specifications:

®  Stud Grip Fingers Heavy Duty Drop Forged Cr-V Steel Capacity :
®  Mechanical or Hydraulic operation 1-Internal small........ CAP 15 — 30mm
® Sykes Ram 1-Internal large.......... CAP 30 - 80mm

1 - External CAP 15 -80mm

KPT-184

7” Grinder
Free Speed 7500 RPM
Disc Size 7
spindle Size M14x 2.0
ARX-S P1/2/3/4/5/10 Dimensions 1320 x W75 x H110 mm

. Weight 35Kg
- o Bearing Separator Vo Pressure o0 pei
ARX-CF003 Air Consumption 13.11/s
Specifications: Inlet 3/8" PT

Crank Pulley Puller (Heavy Duty)

ARX-SP10 10~ 30mm
ARX-SP1 30~ 50mm
ARX-SP2 50~ 75mm
ARX-SP3 75~ 105mm
ARX-SP4 105 ~ 150mm
ARX-SP5 150 ~ 200mm

Page 78 TRAX KAWASAKI 2019 Product Catalogue Page 45 TRAX KAWASAKI 2019 Product Catalogue



AUSTRALIA

KAWASAKI

Angle Grinders

Free Speed
Disc Size
Spindle Size
Dimensions
Weight
Max Pressure
Air Consumption

Inlet

Free Speed
Disc Size
Spindle Size
Dimensions
Weight
Max Pressure
Air Consumption

Inlet

Free Speed
Disc Size
Spindle Size
Dimensions
Weight
Max Pressure
Air Consumption

Inlet
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ARX-854
4” Industrial HD Grinder

12000 RPM
2
3/8—24unf
L240 x W63 x H88 mm
2Kg
90 Psi
3cfm

1/4” PT

ARX-855
5” Industrial HD Grinder

12000 RPM
57
3/8—24unf
L296 x W81 x H84 mm
2.1Kg
90 Psi
4.7 cfm

1/4” PT

ARX-857
7” Industrial HD Grinder

8400 RPM
7
5/8 - 11unf
1323 x W100 x H109 mm
3Kg
90 Psi
6.9 cfm

3/8” PT

AUSTRALIA

KAWASAKI

ARX-YC610
Large Internal Bearing Puller Set

Specifications:
®  Forcing Screw........ 5/8"-1.0P*L180mm

® (Central Bolt.............. 7/8"-14T*L60mm
® Spread Range..17~22mm & 25~32mm

ARX-SCP
Split Collet Internal Bearing Puller

Specifications:

Split Collet Size To Suit Bearing 1.D

® 29~31mm 15~16mm

® 2527.5mm 12.513mm
® 20722.5mm 9.5711mm
® 16.5%18mm 8%~9.5mm
Page 77
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YC-716

Mini Bearing Puller Set

CrnarcifirakAnc.

1Pc
1Pc
2Pcs
2Pcs
1Pc
2Pcs

Forcing Screw: (¢5/16”-18T x L102mm S45C)

Beam

Main Rod:(8mm x L85mm x 1/4”-20T Hex Bar)
Extension Rod: (8mm x L40mm x 1/4"-20T Hex Bar)

Bearing Separator: Spread Range 10~35mm

Jaw: (L82mm)

ARX-YC675

Blind Bearing Puller

Specifications:

Split Collet Size To Suit Bearing 1.D

TRAX KAWASAKI 2019 Product Catalogue
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KAWASAKI KAWASAKI

Sanders/Polishers

ARX-AS601

i g 2” Sander
- @ = ‘”7 =il Free Speed 15000 RPM
- . | 4 . \ Disc Size 2” & 3” Rollok Pads
A— ’ e . ——————— \ Spindle Size 1/4” - 20unc
: U ° "_-"' B3 " Dimensions L180 x W41 x H104 mm
ARX-YC701/13 Er weight e
Max Pressure 90 Psi
ARX-SP912
i Air Consumption 1cfm
13 Pcs Slide Hammer Puller Set
Inlet 1/4 PT
Universal Mechanical Puller Set ARX-AS601K

ifications: . . . . e
Specifications Kit Version Available with Assorted 2” & 3” Conditioning Pads

1Pc T-Bar: ($5/8"-8T/inch x L24" S45C) Specificati .
pecifications: ” ” . N .
1pPc Hammer: (Cast Iron 5Lbs) 2” & 3” Backing Pads & Stripping Discs Included
1Pc Axle Puller: (Pitch 130mm ) 1xBeam
1Pc Grip Wrench Adapter 1 x Force Screw
1Pc Nut .
1pc Stopper Cone 1 x Separator Plate (Size...7 ~ 75mm)
1Pc Twin Head 2 x Legs & Nuts to Suit
1Pc Triple Head . .
4 x Extensions & Nuts to Suit -
3Pcs Screw & Nut ARX ASGOZ
3Pcs Jaw: (Drop Forged S45C) 2" San de r
1P Hook
¢ . Free Speed 13000 RPM
1Pc Tapping Screw
Disc Size 2” & 3” Velcro Pads
Orbit 1.5mm
Spindle Size 6mm x 1.0
Dimensions L180 x W41 x H92 mm
Weight .65Kg
Max Pressure 90 Psi
Air Consumption 1cfm
Inlet 1/4” PT

YC-706 YC-708
ARX-902

Bearing Plate Puller Separator Puller Set 2” & 3” Gear Driven Sander
Free Speed 2300 RPM

Specifications: Specifications: Disc Size 2” & 3” Velcro Pads

1Pc Forcing Screw: 1Pc Forcing Screw: (¢18.65-18T x L292mm $45C) Orbit N/A
($9/16"-10T x L175mm $45C) 1Pc Beam: (545C) Spindle Size 8mmx 1.0

1Pc Beam: (S45C) 1Pc Central Nut: (S45C) Dimensions 1185 x W41 x H118 mm

2Pcs/2Pcs Main/Extension Rod: Main Rod: Weight 1Kg
(14mm x L102mm x 3/8"-16T Hex Bar) 2pes (19mmxL8” x $15.24mm-1.75P Hex Bar) Max Pressure 90 Psi

2Pcs/2Pcs Main/Extension Rod: Extension Rod: Air Consumption 1.6 cfm
(17mm x L127mm x 3/8"-16T Hex Bar) 2Pes (19mmxL8" x $15.24mm-1.75P Hex Bar) Inlet 1/4” PT

2Pcs Bearing Separator: 1Pc Bearing Separator: Spread Range 75~150mm

Spread Range 30~50mm & 50~75mm
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Sanders/Polishers

ARX-OB3K ARX-101ECO
3” Sander/Polisher

Free specd 11000 RPM 10 Ton Economic Hydraulic Puller Kit
Disc Size 3” Velcro Pad The Complete hydraulic & mechanical puller kit from TRAX Kawasaki.
Orbit 2.5mm Suitable for the Agricultural, Marine, Engineering & Automotive industries.
Spindle Size 5/16” x 24unf
Dimensions L126 x W73 x H114 mm
Weight 8Kg
Max Pressure 90 Psi
Air Consumption 1.6 cfm
Inlet 1/4” PT

ARX-AE3-C6
6” Central-Vac Orbital Sander

Free Speed 11000 RPM
Disc Size 6” Adhesive Pad
Orbit 2.5mm (5mm Orbit Pt# Below)
Spindle Size 5/16” x 24unf
Dimensions L200 x W150 x H94 mm
Weight 9Kg
Max Pressure 90 Psi
Air Consumption 1.6 cfm
Inlet 1/4” PT
ARX-AE5-C6

5mm Orbit Model Available

Part No. Description Q'TY Part No. Description Q'TY

ARX-8000 Hyd. Ram Body 1 ARX-9016C 6" Extension Rod 2

ARX-301

5” Professional Orbital Sander

ARX-8006 6" Leg 3

ARX-9016D 12-1/2" Extension Rod 2
Free Speed 10000 RPM

Disc Size 5” Velcro Pad

Orbit 5mm ARX-8008 8" Leg 3
Spindle Size 5/16” x 24unf L

ARX-9014 H Beam 1

1.2Kg

Max Pressure 90 Psi

Air Consumption 1.2 cfm ARX-9013 Triple Head 1
Inlet 1/4” PT

ARX-8011 Ram Parts 1

6” Pad Available instead of 5” at request.

ARX-7088 - ARX-8013 1-1/4" Centre Adaptor
ARX-301D Mechanical Adaptor 1

ARX-8014 2" Main Shaft 1

-

£s004//

Dust Free Vacuum Model Available

ARX-9016A 8" Main Rod 2 ARX-8001 ExtralLarge Metal Case 1

Dimensions L181x W150 x H110 mm
ARX-8012 Twin Head 1 ‘ ARX-SP3 20-105mm Seperator 1
Weight
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Sanders/Polishers

ARX-YC101SP

10 Ton Hydraulic Puller Kit

ARX-OB3-C6
6” Self-Vac Orbital Sander

. . . . Free Speed 11000 RPM
The Complete hydraulic & mechanical puller kit from TRAX Kawasaki. P
Disc Size 6” Adhesive Pad
Suitable for the Agricultural, Marine, Engineering & Automotive industries. )
Orbit 2.5mm
Spindle Size 5/16” x 24unf
Dimensions L200 x W150 x H94 mm
Weight 9Kg
Max Pressure 90 Psi
Air Consumption 1.6 cfm
Inlet 1/4” PT

ARX-768E

Pneumatic Detail Sander

Free Speed 16000 RPM
Triangle—73 x 73mm
Disc Size
Oval—94 x 60mm

: Orbit 2mm

i Dimensions L180 x W50 x H90 mm
25 Pieces In One Blow Case weign

Max Pressure 90 Psi

Part No. Description Q'TY Part No. Description Q'TY Air Consumption 1 ¢fm

( Inlet 1/4” PT

sP-150000 SYkesSRam Body 1 ARX-9016C 6" Extension Rod 2

ARX-8008 8" Leg 3 ARX-9016D 12-1/2" Extension Rod 2

~
| N\
L7

ARX-8006 6" Leg 3

ARX-GD8S

8” Self-Vac Orbital Sander
ARX-8004 4" Leg 3 ARX-SP3 20-105mm Seperator 1
Free Speed 900 RPM
Disc Size 8” Adhesive Pad
ARX-8012 Twin Head Ram Parts 1 ° Orbit Smm
b Spindle Size N/A
ARX-8013 1-1/4" Centre Adaptor 1 .~ o
ARX-9013 Triple Head 1 ARX-8014 2" Main Shaft 1 \ Dimensions 1308 x W200 x H123 mm
| ARX-8015 4" Main Shaft 1 Weight 1.6Kg
Max Pressure 90 Psi
ARX-7088 Mechanical Adaptor 1 ] ] ] Air Consumption 3.1 cfm
Kit Made in Taiwan et .

Ram Made in England

ARX-9016A 8" Main Rod 2

™~
~
~
~
1 Ry || Arxsont

fo
N

~
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Oil & Spring Balancers
ARX-466N ; E Air Tool & Compressor Oil

6” Dual Action Sander

Sanders/Polishers

(] The ultimate for performance and reliability
Free Speed 11000 RPM
Disc Size 6" Adhesive Pad . For extended use, oil hourly (couple drops)
Orbit 5mm L] Suitable for manual and automatic systems
Spindle Size 5/16” x 24unf . . .
P / (] Compressor oil suitable for Piston-Type Compressors
Dimensions L230 x W69 x H124 mm
. An Australian product made from local & im-
Weight 19Kg
ported products
Max Pressure 90 Psi
Air Consumption 4 cfm o Bottled by Airted Pty Ltd (TRAX Kawasaki Aust.)
Inlet 1/4” PT

ATO-250ML  250ml Airtool Oil
ATO-1000ML 1L Airtool Oil
ATO-5000ML 5L Airtool Oil
CO-1000ML 1L Compressor Qil

KPT-161DA

6” Kawasaki Dual Action Sander

CO-5000ML 5L Compressor Qil

Free Speed 10000 RPM
Disc Size 6” Velcro Pad TRAX Sprlng Balancers
Orbit S5mm
Spindle Size 5/16” x 24unf
Dimensions L240 x W85 x H116 mm Features:
Weight 1.5Kg
) 1. It provides 0.5kg to 30kg of lifting load.
Max Pressure 90 Psi
) ) 2. 7 different load ranges are provided.
Air Consumption 6.67 /s
et ar et 3. When mounted with Install Hook, it can perform 360
nie

degrees revolution.

4. Aluminium cast housing.

5. Fastinstallation.

6. Enclosed type of Lifting Hook and Install Hook.
7. Durable spring.

ARX-GD52

5” Gear Driven Sander

Free Speed 900 RPM
Disc Size 5" Velcro Pad _ ARX-SB1200 ARX-SB3000 ARX-SB7K ARX-SBIK ARX-SB15K ARX-SB22K ARX-SB30K
Orbit Smm Capacity (Kg) 0.6—1.5Kg 1.5—3 5—7 5—9 9—15 15—22 22—30

Spindle Size N/A Weight (Kg) 0.5 08 1.85 36 4 7.7 8.3

Dimensions L240x W104 x H121 mm Cable Diameter (mm) 2.5 3.2 3.2 4 4 4.8 4.8
Weigh 1.5K

Features eight & Cable Length (M) 1.4 1.4 13 13 13 15 15

v Gear-Driven High Torque. Max Pressure 90 Psi
v Light Weight Composite A Air Consumption 3cfm
Body pattern of Inlet 147 pT
¥ Right/Left side handle Orbital Sander e
available.

v Epicycloidal 5mm Orbital
for swirl-free finish.
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Filters & Regulators

Sanders / Polishers

ARX-829L

~ Flow Rate 1350 L/min 7” D|SC Sander
Filter Grade Sum A Free Speed 4500 RPM
With 2Pcs Reducers . N
3/8"Mx 1/4"F Pressure Range 7-120 Psi (.5-8.5kgf/cm”) With 2Pes Reducers Disc Size 7”
) . 3/8"Mx 1/4"F
Ambient Fluid Temperature 5-60C Spindle Size 5/8” x 11lunf
Drain Holding 60mL Dimensions 1382 x W66 x H125 mm
Body = Die-Casted Aluminium .
Material Weight 19ke

Bowl = Polycarbonate Plastic % 4 Max Pressure 90 Psi

Drain Manual Air Consumption 15 cfm

ARX-W200/300 ARX-BL200/300
Inlet 1/4” or 3/8” PT Inlet 1/4” PT

1/4” or 3/8” Filter

1/4” or 3/8” Lubricator

ARX-830H

7” Disc Polisher

Free Speed 2500 RPM
Disc Size 7"
Spindle Size 5/8” x 11unf
Dimensions L382 x W66 x H125 mm

Weight 1.9Kg

Max Pressure 90 Psi

Air Consumption 15 cfm
T Inlet 1/4” PT

ARX-CFR400
1/2” Filter Regulator

ARX-NFR450
3/4” Filter Regulator

ARX-NFR500

1” Filter Regulator

ARX-430

Hi-Speed Palm Finishing Sander

Filter Grade 5um 5um 5um Pad Size 100mm x 110mm
7-120 Psi (0.5-8.55kgf/cm? 7-120 Psi (0.5-8.55kgf/cm? 7-120 Psi (0.5-8.55kgf/cm? Recommended Paper Size 100 x 140mm
Ambient Fluid Temperature 5-60C 5-60C 5-60C Orbit Diameter 1.6mm
Drain Holding 100mL 100mL 100mL Dimensions L135xWx H mm
Weight 1.1Kg
Body = Die-Casted Aluminium Body = Die-Casted Aluminium Body = Die-Casted Aluminium
Max Pressure 90 Psi
Bowl = Polycarbonate Plastic Bowl = Polycarbonate Plastic Bowl = Polycarbonate Plastic ) )
Air Consumption 15 cfm
Filter Only Version ARX-CF400 ARX-NF450 ARX-NF500
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Sanders/Polishers Filters & Regulators
ARX-111WBK
Wire Brush/Polishing Kit TRAX Kawasaki In-line Oilers
ARX-111 Die Grinder Specs on page 25 Specifications:
2x Wire Brushes 6x Assorted Cloth & Felt Polishers

® Male Thread............1/4"PT

Replacement Bits & Extras Female Thread........1/4"PT

ARX-FM157 1-1/2” Felt Wheel

KPT-MOJ

ARX-FM207 2” Felt Wheel
ARX-FM307 3” Felt Wheel
ARX-D0207 2” Cloth Wheel
ARX-D0307 3” Cloth Wheel

ARX-SWA14 1-1/2” Wire Wheel

ARX-SWA20 2” Wire Wheel
ARX-SWA24 3” Wire Wheel

ARX-BR200/300

,,

5/8” Wire Cone ARX-BR100 1/4 or 3/8 Regulator
ARX-SEA10 1” Wire Cup 1/4" Inline Regulator . A regulator without wilter
ARX-SCA20 2” Wire Cup . For final regulation of pressure at the tool ° A handy item when individual workstations

require separate pressures
° 0-100 Psi, 205g, 75x80x88mm, 1/4” PT

ARX-111SDK T
Sanding Drum Kit . Includes 2x 3/8” - 1/4”PT Reducers
ARX-111 Die Grinder Specs on page 25
\ ‘ 4x Assorted Stones 4x Arbors 1/2” 3/4” 1”7 1-1/2”

‘ \l 1x Set of each #80,100,120 grits sandpaper

ARX-BFR200/300
1/4” or 3/8” Filter Regulator
Flow Rate 1350 L/min
Filter Grade Sum
Replacement Arbor Bits & Paper Pressure Rane 77120 pei (-8 Skgf/em’)
Ambient Fluid Temperature 5-60C
Drain Holding 60mL

I G N GO S G

ARX-SDA1/2 ARX-SDA3/4 ARX-SDA1 ARX-SDA11/2 ARX-SDA2

Body = Die-Casted Aluminium
Material
Bowl = Polycarbonate Plastic

Drain Manual

#80 Grit ARX-SDS1/2#80  ARX-SDS3/4#80  ARX-SDS1#80 ARX-SDS11/2#80  ARX-SDS2#80 - o3/ BT

ARX-SDS1/2#100  ARX-SDS3/4#100 ARX-SDS1#100 ARX-SDS11/2#100 ARX-SDS2#100

ARX-SDS1/2#120  ARX-SDS3/4#120  ARX-SDS2#120 ARX-SDS11/2#120 ARX-SDS2#120

3/8"Mx 1/4"F
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Spray Guns Belt Linishers

ARX-468

Dual Piston File Sander

Free Speed 2500 SPM
ARX FRZOO Pad Capacity 63 x 407mm
lzﬁf -
0.8mm Gravity Detail Spray Gun Stroke Length 25.4mm
Tip Size 0.8 mm Dimensions L407 x W72 x H154 mm
Capacity of Cup 0.125L Weight 3.1Kg
Dimensions 1119 x W62 x H254 mm Max Pressure 90 Psi
Weight 0.4Kg Air Consumption 8 cfm
Max Pressure 30 Psi Inlet /4" PT
Air Consumption 4 cfm
Inlet 1/4” PT

ARX-123H

10mm Belt Linisher

Free Speed 18000 RPM
Belt Size 10 x 330mm
Dimensions 1280 x W77 x H53 mm
Weight 0.8 Kg
Max Pressure 90 Psi
Air Consumption 2 cfm
Inlet 1/4” PT

ARX-125H

¢ 20mm Belt Linisher
: Free Speed 18000 RPM
‘/)% l Belt Size 20 x 520mm
Dimensions L350 x W93 x H61 mm
\ : ARX'FR107 Weight 1Kg
2mm Gravity Spray Gun Max Pressure 90 Psi
Tip Size 2.0mm Air Consumption 3 cfm
Capacity of Cup 0.6L Inlet 14" PT
Dimensions L145 x W101 x H355 mm
Weight 0.6 Kg
Max Pressure 80 Psi
Air Consumption 8 cfm ARX-128H
Inlet v pT 30mm Belt Linisher
Free Speed 13000 RPM
Belt Size 30 x 540mm
Dimensions 1390 x W103 x H112 mm
Weight 2.1Kg
Max Pressure 90 Psi
Air Consumption 3cfm
Inlet 1/4” PT
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Sander/Polisher Accessories Spray Guns
Sander Backing Pads
sie oo [adnesvecholeDustFree Voo | varo o oust e ARX-FR100
m N/A N/A ARX-UC202 N/A 1.6mm Detail Spray Gun
N/A N/A ARX-UC302 N/A Tip Size 1.6 mm
Capacity of Cup 0.2L
3” 5/16” x 24TPI Y/ N/A ARX-3SPH N/A
Dimensions L171 x W65 x H236 mm
57 5/16” x 24TP1 " -} &3 T ARX-5SPHDF ARX-5SPVH ARX-5SPVHDF Weish
ght 0.3Kg
S FE I ARX-6SPH ARX-6SPHDF ARX-6SPVH ARX-6SPVHDF Max Pressure 50 psi
Air Consumption 4.9 cfm
Belt Linisher Belts et areT
s wow oo
m ARX-123B80 ARX-123B120
M ARX-125B80 ARX-125B120
M ARX-125B80 ARX-128B120
ARX-FR102
‘Rollok’ Style Pads & Consumables General Purpose Spray Gun
Sanding Pads Tip Size 1.6 mm
Dimensions L155 x W108 x H403 mm
AU S U ARX-2SDR#40  ARX-2SDR#80  ARX-2SDR#100  ARX-2SDR#180  ARX-2SPR - 2” Pad Weight 11Kg
Max Pressure 70 Psi
<L F L ARX-3SDR#40  ARX-3SDR#80  ARX-3SDR#100  ARX-3SDR#180  ARX-3SPR - 3” Pad Air Consumption o cfm
Inlet 1/4” PT
Conditioning Pads Paint Stripping Wheels
A [y | ARX-2SCDR#80 ARX-2SCDR#120 ARX-2SCDR#450 ARX-BS303—3"
Loy | ARX-3SCDR#80 ARX-3SCDR#120 ARX-3SCDR#450
Miscellaneous Consumables ARX-ER77
Cut-Off Discs Pads from OB3K :
Professional Spray Gun
ARX-2CB - 2" 3.5” Yellow Foam Pad ARX-OB3K-FOAMY Tip Size 20 mm
Capacity of Cup 1.0L
ARX-3CB - 3" 3.5" White Foam Pad ARX-OB3K-FOAMW Dimensions L155 x W108 x H403 mm
” ” Weight 1.1Kg
ARX-4CB - 4 3” Wool Buff Bonnet ARX-3BB Mox Pressure Sop
. . . . . Air Consumption 10 cfm
Mini Grinding Disc
Inlet 1/4” PT
ARX-2GD - 2"
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Sand Blasters “

ARX-2001/1
Siphon Sand Blaster

ARX-200N

3/16” General Purpose Riveter

. Suitable for light duty jobs where minor blasting is
required . Traction Power ( Kgf/Lbf) 1045kg / 2299 at 85Psi
Stroke Length 16mm
. Siphon type blaster requires the pick-up feed hose to be
. . 3/32” (2.4mm)
placed in a container of sand.
1/8” (3.2mm)
” Nose Pieces (Included)
° 1/4” Inlet 5/32” (4.0mm)
. Replaceable Tip—ARX-2001-TIP 3/16” (4.8mm)
. = Max Aluminium - 3/16”
° 17CFM Compressor recommended for continuous use > Capacity
;U< Max Steel—5/32”
-5 Dimensions L167 x W165 x H270 mm
,z, Weight 1.5Kg
Max Pressure 90 Psi
A RX-ZOO 1/2 Air Consumption 1.48 litres per stroke
Pot Type Sand Blaster Inlet 4ot
. Suitable for light duty jobs where minor blasting is ARX-200NK
required . Available in a kit with blow mould case and assorted spares
. 1Litre suction pot type blaster. E.g Replacement Springs & O-rings

. 1/4” Inlet

. 13CFM Compressor recommended

ARX-614

1/4” General Purpose Riveter

Traction Power ( Kgf/Lbf ) 1603kg / 3528 at 85Psi
Stroke Length 14mm
3/32” (2.4mm)
1/8” (3.2mm)
5/32” (4.0mm)
Nose Pieces (Included)
ARX HY19 1 3/16” (4.8mm)
. 7/32” (5.5mm)
Cleaning Gun
K_ 1/4” (6.4mm)
o General purpose pressure cleaner
> Max Aluminium - 1/4”
)
] 1Litre pot x Capacity Max Steel—1/4”
(]
-
. 1/4» Inlet > Max Stainless—3/16'
- Dimensions L171 x W170 x H272 mm
. Economical & Lightweight )
Weight 1.8Kg
Max Pressure 90 Psi
Air Consumption 2.32 litres per stroke
Inlet 1/4” PT
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Palm Hammer / Wonder Guns

Traction Power ( Kgf/Lbf )

Stroke Length

Nose Pieces (Included)

Capacity

Dimensions
Weight
Max Pressure
Air Consumption

Inlet

Traction Power ( Kgf/Lbf)

Stroke Length

Nose Pieces (Included)

Capacity

Dimensions
Weight
Max Pressure
Air Consumption

Inlet
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ARX-270N
3/16” HD Riveter

ARX-380
1/4” HD Riveter

1045/2299 at 95Psi
15mm
3/32” (2.4mm)
1/8” (3.2mm)
5/32” (4.0mm)

3/16” (4.8mm)
Max Aluminium - 3/16”
Max Steel—3/16”
Max Stainless—3/16”
L290 x W165 x H250 mm
1.5Kg
100 Psi
2.3 litres per stroke

1/4” PT

1723 / 3800 at 85Psi

22.5mm

3/16” (4.8mm)
7/32” (5.5mm)

1/4” (6.4mm)

Max Aluminium - 1/4”
Max Steel—1/4”
Max Stainless—1/4”
L305 x W170 x H310 mm
1.9Kg
100 Psi
2.9 litres per stroke

1/4” PT
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ARX-515

Palm Hammer

BPM 1000

Weight 1Kg

Max Pressure 90 Psi

Air Consumption 3 cfm
Inlet 1/4” PT

ARX-516

Palm Nailer

BPM 1000
Weight 1.25Kg

Max Pressure 90 Psi

Air Consumption 3 cfm
Inlet 1/4” PT

ARX-2007K
Wonder Gun Kit

Features:

Blow

-Cleaning: blow chips or metal scraps away in designated area
-Cooling

-Drying

Suction

-Vacuum: collection of dust, sand, fragments

ARX-3007K

Deluxe Wonder Gun Kit

Features:

1. Durable Aluminium Gun body with new design of vacuum/blow

two way function’s knob (patent pending) for easy operation.

2. Hi-performance vacuum tube & brush to provide excellent
function of vacuum and meet environmental protection standards.
3. Suitable for special using of High Air Pressure or normal 90PSI

AOne finger control to Blow or Vacuum
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ARX-HRO1

3/16” Hand Riveter

Aluminium Only

Nose Piece
3/32"(2.4mm), 1/8"(3.2mm)
5/32"(4.0mm), 3/16"(4.8mm)

ARX-1110
Pistol Style Air Needle DeScaler

BPM 3700
Amount of Needles 19 (3mm x 180mm)
Piston Stroke 33mm Kit Version Also Available
Dimensions L330 x W49 x H176 mm
weigh . ARX-HRO1K
Max Pressure 90 Psi Blow Mould Case
Air Consumption 10 cfm
Inlet 1/4” T

Replacement Needles—ARX-3NL-19

ARX-LR22

1/4” Hand Riveter

Specifications:

Aluminium up to 1/4”
Steel up to 3/16”

KPT-F4
Pistol Style Air Needle DeScaler

Nose Piece
1/8"(3.2mm),5/32"(4.0mm)
3/16"(4.8mm),1/4"(6.4mm))

BPM 4000
Amount of Needles 19 (3mm x 180mm)
Piston Stroke 12mm
Dimensions L395 x W54 x H167 mm
Weight 2.7 Kg ARX 5905

Max Pressure 90 Psi

Air Consumption 4.171/s
. " " ;T Swivel Head

Replacement Needles—ARX-3NL-19 3/16” Hand Riveter & M6 Blind Nut Tool

Specifications:

Rivet Size...Aluminium Only
3/32"(2.4mm), 1/8"(3.2mm)
5/32"(4.0mm), 3/16"(4.8mm)
Nut Size........
M3, M4, M5, M6
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Blind Nut Tools

ARX-BNK

Includes;
1x ARX HRN2 Hand Blind Nut Riveter
40x each M6 Shoulder and Flush inserts
50x each M5 Shoulder and Flush Inserts
50x M4 Shoulder Inserts
50x M3 Shoulder Inserts

1x 11101 1M Unibit Step Drill 4-12mm

PAGE 58

ARX-0123A

M4—M10 Air Blind Nut Riveter

Traction Power ( Kgf/Lbf) 1650/3638 at 85Psi
Stroke Length 7.5mm
Mandrills (Included) M4, M5, M6, M8, M10

Max Aluminium - 10mm

Capacity Max Steel—10mm

Max Stainless—8mm

Dimensions L190 x W190 x H270 mm
Weight 1.6 Kg
Max Pressure 90 Psi
Air Consumption 1.5 litres per stroke
Inlet 1/4” PT

ARX-HRN2

M3—M6 Hand Blind Nut Riveter

Included Mandrills
M3, M4, M5, M6
(Metric Only)

Kit Version Also Available

ARX-HRN2K

Blow Mould Case & Assorted Aluminium Blind Nut Inserts

Suitable for aluminium blind nuts only

Replacement Mandrills for

ARX-HRN2
M3- HRN2-4-M3
M4- HRN2-4-M4
M5— HRN2-4-M5

M6— HRN2-4-M6

TRAX KAWASAKI 2019 Product Catalogue
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DeScalers

ARX-268
Straight Air Needle DeScaler

BPM 4600
Amount of Needles 19 (3mm x 180mm)
Piston Stroke 38mm
Dimensions L460 x W42 x H69 mm

Weight 2.3Kg

Max Pressure 90 Psi
Air Consumption 15 cfm
Inlet 1/4” PT

ARX-268K

Available in a kit with blow mould case
And an assortment of 3x chisels
Replacement Needles—ARX-3NL-19

KPT-F6

Kawasaki Straight Air Needle DeScaler

BPM 4000
Amount of Needles 19 (3mm x 180mm)
Piston Stroke 22mm
Dimensions L410 x W44 x H63 mm

Weight 2.4Kg

Max Pressure 90 Psi
Air Consumption 6.74l/s
Inlet 1/4” PT

Replacement Needles—ARX-3NL-19

ARX-JI1260F

Long Reach Air Scraper

BPM 4400
Piston Stroke 33mm
Dimensions L650 x W42 x H53 mm
Weight 2.7Kg
Max Pressure 90 Psi
Air Consumption 10 cfm
Inlet 1/4” PT
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Chippers

ARX-JI.3SH
Hex Shank Air Chipper

BPM 2000
Chisel Shank Hex 14.5mm
Piston Stroke 127mm
Dimensions L450 x W75 x H173 mm
Weight 8Kg
Max Pressure 90 Psi
Air Consumption 22 cfm
Inlet 3/8” PT

ARX-6203H
Hex Shank Air Chipper

BPM 1900
Chisel Shank Hex 14.5mm
Piston Stroke 119mm
Dimensions L450 x W x H mm
Weight 8.5Kg
Max Pressure 90 Psi
Air Consumption 25 cfm
Features: Inlet 3/8” PT

Four high strength 1/2” bolts locking mechanism increased tools durability, and strength

“D” handle with inner trigger

Standard retainer strong and reliable

PwnNpE

Hex prevents chisel rotation

ARX-130K

Hex Shank Air Scraper
BPM 2400
Chisel Shank Hex 14.5mm
Piston Stroke 38mm
Lengths 620, 1120, 1520mm
Dimensions L620 x W x Hmm
Weight 11.5Kg
Max Pressure 90 Psi
Features: Air Consumption 10 cfm
Inlet 1/4” PT
1. Quick change chisel release
2. Unique, light-weight version
3. Air efficient and economical to use
4. Three tools in one: chipping, scraping, descaling
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Blind Nut Tools

ARX-BN-LN2

Quick-Drill Unit Thread Setting Capacity

Push & Pull the Metric Size:M5x0.8, M6x1.0

Drill Unit Knob M8x1.25, M10x1.5
to drive the Imperial Size for Option

Mandrel fOI" (#8-32,#10-24,#10-32,1/4-20,5/16-18,3/8-16)
Quickly

Releasing
Blind
Nut.

Stroke Indicator Mandrel Thread
Indication

?mﬁesS"““a\

**0Only Suitable for Aluminium and Mild Steel Blind Nuts**

Guaranteed Quality & Performance

ARX-LN3E

Thread Setting Capacity
ical Metric Size:M4x0.7, M5x0.8
M6x1.0, M8x1.25

Imperial Size for Option
(#8-32,#10-24, #10-32,1/4-20,5/16-18)

Rivet Material: All Materials

gconom

—

e

Guaranteed Quality & Performance

Crimp Nut is set in Crimp Nut is inserted
fixing ool in hole of work turning tool

the tool is removed
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Blind Nut Tools (Japanese) Chippers

Air Chisel Bits
TN-30K

(H) for HEX type or (R)for Round type
M4—M6 Hand Blind Nut Riveter

PAGE 60

KAWASAKI

(ie. CB-91225H or CB-91225R)

CB-91250(H/R) Panel Cutter
Included Mandrills CB-91200(H/R) Bushing Splitter
M4, M5, M6 CB-91150(H/R) 30mm Wide Scraper
(Metric Only) CB-91225(H/R) 20mm Flat
Hand Tool Available by Itself CB-91330(H/R) Rivet Buster
CB-91450(H/R) Spike

TN-30

Individual Tool comes in a plastic blister pack with cardboard backing

ARX-JI.OSH

Suitable for Aluminium and Steel Blind Nuts

Hex Chipper
BPM 3000
Chisel Shank Hex 11.8mm
Piston Stroke 67mm
Dimensions L270 x W54 x H152 mm
Weight 1.8Kg
TN'GOA Max Pressure 90 Psi
Air Consumption 14 ¢fm
M4—M6 Lever Type Blind Nut Riveter S e IR Inlet 14 pT
- g
Included Mandrills D ———— z ARX-JI.OSHK
M4, M5, M6 = O o Available in a kit with blow mould case
(Metric Only) —— with an assortment of 3x hex shank chisels

Suitable for Stainless Steel Blind Nuts

Kawasaki Chippers

e | ovwos | e | wtvam | wiwosn | weas |
Replacement Blind Nuts Round 12.7mm Hex 12.7mm Round 17.5mm Hex 17.5mm Hex 17.5mm
BN-M3S-A/100 N/A 45mm 45mm 26mm 26mm 52mm
BN-M4S-A/100 BN-M4F-A/100 20mm 20mm 28.5mm 28.5mm 28.5mm
BN-M5S-A/100 BN-M5F-A/100 m 1246 x W51 x H136mm 1246 x W51 x H136mm 355 x W74 x H150mm  L355 x W74 x H150mm L375 x W75 x H150mm
BN-M6S-A/100 BN-M6F-A/100
BN-M8S-A/50 N/A m 2.6kg 2.6kg 5.5kg 5.5kg 6.2kg
BN-M10S-A/50 N/A 5.84 /s 5.84 /s 9.17I/s 9.17 I/s 101/s
“ 3/8” 3/8” 3/8” 3/8” 3/8”
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Chisel Guns

ARX-K5HX

ARX-2190QC

BPM 3000

Chisel Shank Hex 10mm
Piston Stroke 60mm

Dimensions L165 x W52 x H163 mm

Weight 1.5Kg
Max Pressure 90 Psi
Air Consumption 10 cfm
Inlet 1/4” PT

KPT-52HK
HD Hex Shank Air Chisel Kit

BPM 3000
ATOUEH=ROOLS Chisel Shank Hex 10mm
Piston Stroke 55mm
Dimensions 1216 x W50 x H157 mm
Weight 1.65Kg
Max Pressure 90 Psi
Air Consumption 6.74 /s
Inlet 1/4” PT
KPT-52H

Tool Only Part Number
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Tradies Hex Shank Air Chisel

BPM 5000
Chisel Shank Hex 10mm
Piston Stroke 60mm
Dimensions L165 x W51 x H151 mm
Weight 1.5Kg
Max Pressure 90 Psi
Air Consumption 10 cfm
Inlet 1/4” PT
ARX-K5HXK

} Available in a kit with Tin case and foam insert
And an assortment of 5x hex shank chisels

Vibration Reduced Hex Shank Air Chisel

ARX-720
Light Duty Hex Shank Mini Air Chisel

BPM 4500
Chisel Shank Hex 10mm
Piston Stroke 43mm
Dimensions L195 x W49 x H140 mm

Weight 19Kg
Max Pressure 85 Psi
Air Consumption 3.6 cfm
Inlet 1/4” PT

ARX-275
Light Duty Round Shank Air Chisel

R LY
AL BPM 3000
Chisel Shank Round 10mm
Piston Stroke 66mm
Dimensions L170 x W50 x H162 mm
Weight 1.7 Kg
Max Pressure 90 Psi
Air Consumption 10 cfm
Inlet 1/4” PT
ARX-275K

Available in a kit with blow mould case
And an assortment of 5x round shank chisels

ARX-715H (ARX-715R)
Medium Duty Hex (Round) Shank Air Chisel

BPM 2100
Chisel Shank Hex 10mm (Round 10mm)
Piston Stroke 92mm
Dimensions L220 x W55 x H153 mm

Weight 2 Kg
Max Pressure 95 Psi
Air Consumption 10 cfm
Inlet 1/4” PT

ARX-715HHK(Hex) or ARX-715RRK (Round)

Available in a kit with Plastic case and foam insert
And an assortment of 4x hex or round shank chisels
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