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Thank you for purchasing either a Macnaught 205Itr
Trolley, Oil System or Grease System. These Systems
are designed to suit either 205 litre or 180kg drums.

Macnaught also manufacture a complete range of
retractable hose reels, oil dispensing nozzles, fuel
pumps, oil pumps, positive displacement flow meters,
greasing equipment and a complete range of
accessories to suit all your fluid handling
requirements.

GENERAL INFORMATION
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FITTING REEL TO TROLLEY (0S50, 0S100, GS100)
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INSTRUCTION MANUAL
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* Do not leave the trolley on an incline or unattended.

* Always apply the wheel brake when the trolley is not
being moved.

* Always use the safety chain to secure the drum.

* Always disconnect the air supply before moving the
trolley.

HOW TO USE THE CASTOR BRAKE
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FITTING THE DRUM ON THE TROLLEY
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OIL SYSTEM ASSEMBLY

The 0S100 Oil System carton contains:
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The 0S50 Oil System carton contains:
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Note: Oil control guns are only supplied with specific
model systems.
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Note: Use a suitable thread sealant (eg. Teflon tape)
on all screwed fittings but do not over tighten to avoid
component damage.

ASSEMBLE PUMP AND FITTINGS TO 0S100
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Note: Use the Oil Gun Hanger located on the trolley
handle to secure the Oil Gun when the system is not in

use.

ASSEMBLE PUMP AND FITTINGS TO OS50
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Make sure all connections are tight before connecting
the air supply.

After connecting the air supply, check for any oil leaks
at hose connections. Tighten connections as required.

Do not use Air Pressure greater than 10 BAR/ 1000kPa/
145 PSI.

Disconnect the air line, press the oil gun trigger to
release oil line pressure before caring out any
maintenance.

Please refer to the individual product specific
instruction sheets for product maintenance and
trouble shooting information.



GS100 GREASE SYSTEM ASSEMBLY

GS100 GREASE SYSTEM ASSEMBLY
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# # # & or loose fittings. Tighten all fluid connections regularly
% | and replace weak or damaged hose. Your personal
safety and well being are at stake.
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Before attempting any maintenance or repairs of this
)+ # & product, disconnect the air supply then squeeze the
gun trigger to release the fluid pressure.
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Make sure all connections are tight before connecting
the air supply. After connecting the air supply, check
for any grease leaks at hose connections. Tighten
connections as required.

Do not use Air Pressure greater than 10 BAR/ 1000kPa/
145 PSI.

Never exceed the working pressure rating of any
component in the system. The Grease pressure is 50
times the air pressure applied.

This system uses a high pressure grease pump.
Because of the high working pressures developed by
this pump weak or damaged hoses are a potential
hazard.

“Trouble Shooting Guide” in the P8 Instruction Manual
or contact your nearest authorised Macnaught Service
Centre.

Please refer to the individual product specific
instruction sheets for product maintenance and
trouble shooting information.

FITTING THE DRUM ON THE TROLLEY
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PARTS DIAGRAM

TR205 TROLLEY
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For Warranty Terms and Conditions see macnaught.com.au
For a list of Australian Service Centres see macnaught.com.au
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