
Description
The 670AN5 20V Lithium-ion Cordless Grease Gun is designed  
to dispense petroleum-based greases (NLGI 1/ NLGI 2) for  
general lubrication applications. A 0.91 metre long high-pressure  
whip hose, heavy-duty grease coupler, charger and moulded  
carrying case are included. This gun has a two speed electronic 
transmission. The gun is equipped with a backlit Liquid Crystal  
Display (LCD) which features a battery level gauge, cartridge  
grease level gauge, grease meter and a loss of prime and stall 
indicator warnings. A built-in LED flashlight is also included. 

The gun uses an electric motor with three stages of gear reduction.  
A crank and yoke mechanism drives a reciprocating piston pump.  
The motor is powered by a rechargeable 20V/4.0Ah Lithium-ion 
battery pack. A 2.5V backup battery is also supplied.

The gun is designed for 3-way loading: cartridge, suction, and loader 
pump (requires optional loader fitting 322610). The gun is spring-
primed and includes an air bleed valve to aid priming.

Optional Accessories

Specifications

Sound pressure (LpA) 69.5 dB(A), uncertainty (K) 3 dB(A)

Acoustic power (LwA) 80.5 dB(A), uncertainty (K) 3 dB(A)

Vibration emission value (ah) 0.6 m/s2, uncertainty (K) 1.5 m/s2

1Applicable for Models -A, -B, -C and -D. 
2NLGI 2 EP Lithum grease (specific gravity 0.92) at 24o C (75o F) dispensed through included hose assembly  
 with grease coupler and against 150psi (10bar) added pressure (simulates grease fitting with ball check).
3Meter accuracy is valid for use with NLGI 2 EP Lithium grease (specific gravity 0.92) at 24o C (75o F).

20V Lithium-ion Cordless Grease Gun

OWNER’S TECHNICAL MANUAL
670AN5

NSW/ACT
TEL: (02) 9677 1555
FAX: (02) 9675 1155

QLD/PNG
TEL: (07) 3204 9166
FAX: (07) 3204 1224

VIC/TAS
TEL: (03) 8787 8288
FAX: (03) 8787 8266

WA
TEL: (08) 9302 4199
FAX: (08) 9303 2095

SA/NT
TEL: (08) 8241 7111
FAX: (08) 8241 7011

NZ
TEL: (64) 9 447 1007
FAX: (64) 9 447 1008
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Grease Cylinder Capacity1 Hose Assembly
Weight (empty) Maximum Pressure

Bulk Cartridge Size Pressure Rating Length

Grams Grams psi bar Inches Metres Lbs Kg psi bar

600 450 10,000 690 36 0.91 6.3 2.9 10,000 690

1Applicable for Models -A, -B, -C and -D

Cartridges per Battery Charge1, 2 Flow Rate2

Meter Accuracy2, 3 Meter Range
20V, 4.0Ah Battery High Speed Low Speed

High Speed Low Speed oz/min g/min oz/min g/min High Speed Low Speed Ounces Grams

31 34.7 6 170 4 113 ±3% ±4% 0.0 to 999 0 to 999

Shoulder Strap
Mobile Battery Charger 
(12Vdc - 24Vdc Input) Loader Fitting

339812 343289 322610
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Parts and Drawing Breakdown for the 670AN5
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Item No. Part No. Description Qty

Repair Kits

Notes

1 Insert, Coupler (Rubber) 1

2 Holster 1

3 Screw, Machine 8

4 Washer, Lock 8

5
393795-22* Housing 1 Models 597-A, -B, -C, -D

393795-28 SA Handle (Australia) 1 Models 597-E, -F

6 Screw, Tapping 4

7 Magnet, Ring 1 Models 597-C, -D, -E, -F Only

8 393795-21* Motor Assembly (with Sun Gear) 1

9 Screw, M3 x 16 4

10 Mount, Motor 1

11 Washer, Lock 2

12 Screw, M3 x 6 6

13 Washer 1

14 Gear, Planet (First Stage) 3

15 Gear, Sun (Second Stage) 1

16 Gear, Planet (Second Stage) 3

17 Gear, Output Pinion 1

18 Gear, Internal 1

19 Spring, Trigger 1

20 Trigger 1

21 Ring, Retaining 2 •

22 Head & Bearing Assembly 1 •

23 Gear Assembly, Output 1

24 Washer, 0.24" ID x 0.67" OD 2

25 Bearing, Roller 1

26 Yoke 1

27 Cover, Head 1

28 Washer, M3 Lock 4

29 Pin, Roll 2 •

30 Piston 1 •

31 Plug 1

32 Valve, Bleed 1 •

33 Spring, Bleed Valve 1 •

34 O-Ring 1 •

35 336523 Gasket 1

36 Switch 1 •

37 PCB 1 •

38 Battery Connector 1 •

39*** 343291 Battery, 20V, 2.5Ah 1 Models 597-F

39 343521 Battery, 20V, 4.0Ah
1 Models 597-A, -C, -E, -F***

2 Models 597-B, -D

40 339820 Cylinder Assembly, Grease 1 Models 597-A, -B, -C, -D

39
37

95
-2

3
Ba

ll 
Ch

ec
k 

Ki
t

39
37

57
Bl

ee
d 

Va
lv

e 
Ki

t

39
37

95
-2

4
PC

B 
Ki

t*

39
37

95
-2

5
LC

D 
&

 L
ED

 K
it*

39
37

95
-2

6
He

ad
 K

it*



NSW/ACT
TEL: (02) 9677 1555
FAX: (02) 9675 1155

QLD/PNG
TEL: (07) 3204 9166
FAX: (07) 3204 1224

VIC/TAS
TEL: (03) 8787 8288
FAX: (03) 8787 8266

WA
TEL: (08) 9302 4199
FAX: (08) 9303 2095

SA/NT
TEL: (08) 8241 7111
FAX: (08) 8241 7011

NZ
TEL: (64) 9 447 1007
FAX: (64) 9 447 1008

Visit our website at  www.alemlube.com.au  or  www.alemlube.co.nz 4

Intended use

Safety instructions
General power tool safety warnings

Item No. Part No. Description Qty

Repair Kits

Notes

41 Ball, Check, 3/8" Diameter 1 •

42 Spring, Check 1 •

43 Gasket (Copper) 1 • •

44 Plug, Check 1 •

45 Board, Slide Switch & Reset Button 1 •

46 LCD 1 •

47 LED, Flashlight 1 •

48 Lens, Flashlight 1

49 Cover, Reset Button 1

50 Cover, Slide Switch 1

51 340067 Hose Assembly, Grease 1 Never Substitute

52 308730 Coupler, Grease 1 Never Substitute**

53

343500 North American Charger, Battery  
(120V AC / 60Hz)

1

Models 597-A, -B

343501 EU Charger, Battery (230V AC / 50Hz) Models 597-C, -D

343523 Australian Charger, Battery (230V AC / 50Hz) Models 597-E, -F

54 Case, Carrying 1

Optional

A 340338 Relief Valve with Gasket

B 6304-B Coupler, Grease

Part numbers left blank are not available separately.
*Replacement of these items by someone other than an authorized Alemite Service Center voids the warranty.
**Only substitute with 6304-B.
***Indicates change.
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General Safety Rules
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NZ
TEL: (64) 9 447 1007
FAX: (64) 9 447 1008
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Specific Safety

Residual risks

Vibration

Labels on tool

Maintenance
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Safety instructions for battery and charger
Save these instructions

Batteries

Charger

Protecting the environment
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Loading the Grease Gun

Cartridge Loading

Loader Pump

Electrical Safety

Suction Loading



Priming the Gun

Force Prime

Stall Indication

Speed Selection

LCD Functions

Gun Operation

Check Valve Contamination

Loss of Prime Indication

Flashlight
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Leaving the Battery in the Charger

Function of Red and Green Lights

Battery and Charger Safety Rules Battery Charger Operation
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