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Part No.
Dimensions (mm) Working Pressure

BP PSI
Bend 

Radius 
(mm)

Weight
kg/mtr

Length
mtr

Price $
per mtrID OD PSI MPa

A101006 6.0 13.0 200 1.4 696 36 0.18

200m
Reels
(2 x 

100m 
per reel)

4.45

A101008 8.0 15.0 200 1.4 696 48 0.23 5.15

A101010 10.0 17.2 200 1.4 696 60 0.27 5.53

A101012 12.0 22.0 200 1.4 696 72 0.47 7.81

A101016 16.0 25.0 200 1.4 696 96 0.54 10.49

A101020 19.0 29.4 200 1.4 696 114 0.68 13.36

A101025 25.0 36.5 200 1.4 696 150 0.99 17.21

Rubber General Purpose Black (A101)
 Application: General Purpose Black is made to handle many special purpose air and water applications.  This 

quality versatile hose meets the requirements for the industrial, construction and agricultural 
markets where oil is not considered a significant factor.

 Tube: EPDM

 Reinforcement: 2 and 4 spiral polyester yarn

 Cover: EPDM / EPDM

 Temperature: -20oC to 90oC

 Special Features: •  UV stabilised
•  Minimum cut length of 10 mtrs, charges apply for cutting hose.

Price Group: HR

Part No.

Dimensions 
(mm)

Working Pres-
sure BP PSI

Bend 
Radius 
(mm)

Weight
kg/mtr

Length
mtr

Price $ 
per mtr

ID OD PSI MPa

A102012 13.0 21.0 200 1.4 600 78 0.35 20, 200 6.24

A102020 20.0 31.0 200 1.4 600 114 0.50 20, 200 10.31

A102025 25.0 37.0 200 1.4 600 150 0.75 20, 200 15.57

Rubber Contractors Yellow Air Hose (A102)

DB43

 Application: Industrial and construction sites. Abrasive, heat and ozone resistant.

 Tube: NR/SBR

 Reinforcement: 2 and 4 spiral polyester yarn

 Cover: EPDM

 Temperature: -20oC to 70oC

 Special Features: •  UV stabilised: Abrasion resistant, oil mist resistant

Price Group: HR


