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Technical Data Sheet

Sunshine 
All Purpose Detergent       APPLIED A3220 
  

Description:   Applied Sunshine is an excellent multi-purpose product that works effectively on just about every 
surface - particularly effective as a general purpose cleaner in industry.   

Intended Use:  Premium grade, universal, multi-purpose cleaning detergent. 
 

Product 
features: 

 Excellent, effective cleaning of most contaminations. 

Safe to use on practically any surface. 

Environmentally acceptable, biodegradable, non-toxic, non-flammable. 

Non-slip finish - rinses right away. 

Concentrated - works at economical dilutions and is convenient to handle, store and 
transport. 

One product does it all - a simple, economical solution to your varied requirements. 

 
APPROVALS: 

 Approved to AQIS  -  General Cleaner Type A 
 Qualified to Boeing  D6 17487  Revision J 
 Qualified to McDonald Douglas  C.S.D. 1 Issue ‘89 
 Qualified to AMS 1550B 
 Qualified to Fokker Approval 

 

Typical 
Physical 
Properties: 

 Technical data should be considered representative or typical only and should not be used for specification purposes. 
 
Appearance: Clear, blue liquid 
Odour: Mild lemon 
pH (Dilution): 7 (neutral) 
Flashpoint: Nil (non-flammable) 
Solubility in water: Miscible in all dilutions (including hard and salt water) 

 
Directions for 
Use: 

  
Sunshine is such a versatile product that it would be impossible to list every application in this bulletin. 
 
In general, the type and degree of contamination will determine how much detergent you need to use. 
 

Storage:  Store at -1°C - 59°C. 

Precautions:  Please refer to appropriate safety data sheet (SDS) prior to using this product. 
For technical assistance, please call 1800-063-511 
FOR INDUSTRIAL USE ONLY 

Warranty:  Applied will replace any material found to be defective. Because the storage, handling and application of this material 
is beyond our control, we can accept no liability for the results obtained. 

Disclaimer:  All information on this data sheet is based on laboratory testing and is not intended for design purposes. ITW Polymers 
& Fluids and Applied makes no representations or warranties of any kind concerning this data. 

Order 
Information: 

  
A3220-25  Applied Sunshine 25 L  
A3220-200 Applied Sunshine 200 L 
A3220-1000 Applied Sunshine 1000 L (IBC) 
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