
PRODUCT SPECIFICATIONS, FEATURES AND BENEFITS

Stackable for space saving convenience

Ideal for static spill containment

Holds up to 4 x 205L drums

100% recyclable polyethylene construction

Non-skid removable deck with hand inserts

Chemical resistant and easy to clean

Sump capacity of 249L ( 236L to underside of platform)

Dimensions: 1460 (w) x 1460 (D) x 305 (H)

Weight: 37kg

Compatible with most forklifts and pallet trucks

SJ-110-006
Stackable 4 Drum Spill Container
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ORDERING INFORMATION

SJ-110-006
Stackable 4 Drum Spill Container

PRODUCT INFORMATION

Alemlube has upgraded its drum spill container range with the introduction of the SJ-110-006 stackable 4 drum spill container.
The space saving design, due to its storage / stackability benefits is more than ever today’s most convenient and user friendly 
spill containment system suitable for use with a variety of containers and drums up to 205L.
The new stackable design means more cost efficient transporting and takes up less space in our distributors warehouses.  
Another positive and innovative design change from the old bulky, non-stackable SJ-100-006 version.
Accommodating up to 4 x 205L drums, the innovative SJ-110-006 has a generous storage area of 1.8m2 and a platform 
with hand inserts and holes for inspection and pump insertion.
Compatible with most forklifts and pallet trucks, the SJ-110-006 is manufactured from 100% recyclable UV resistant PE, 
is fully recyclable, chemical resistant and has a fluid capacity of 236 litres to the underside of the platform.
Alemlube’s entire spill containment range assists in addressing OH&S concerns and helps to create a safer,  
more functional workplace.

18 Units
4 x 18 unit stacks

ship in a 20’ container

 

20 Units
8 x 20 unit stacks

ship in a 40’ container

 

NSW/ACT (02) 9677 1555         QLD/PNG (07) 3204 9166           VIC/TAS (03) 8787 8288           WA (08) 9302 4199          SA/NT (08) 8241 7111           NZ (09) 447 1007
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A/B
400mm / 840mm

C/D
400mm / 840mm


