
BOSSWELD 17 SERIES TIG TORCH
 

PART NO. DESCRIPTION

95.17FV.4.1.DA50 TIG Torch 17, Flex with Valve, 4mt, 1 pc, Dinse 50

95.17FV.4.1.DA25 TIG Torch 17, Flex with Valve, 4mt, 1 pc, Dinse 25

95.17FV.8.1.DA50 TIG Torch 17, Flex with Valve, 8mt, 1 pc, Dinse 50

95.17FV.8.1.DA25 TIG Torch 17, Flex with Valve, 8mt, 1 pc, Dinse 25

95.17.4.1.SW.DA50 TIG Torch 17, 4mt, 1 pc, Switch, Dinse 50

95.17.8.1.SW.DA25 TIG Torch 17, 8mt, 1 pc, Switch, Dinse 25

95.17.8.1.SW.DA50 TIG Torch 17, 8mt, 1 pc, Switch, Dinse 50

95.17.4.1.SW.DA25 TIG Torch 17, 4mt, 1 pc, Switch, Dinse 25

95.17V.4.1.DA25 TIG Torch 17, Valve, 4mt, 1 pc, Dinse 25

95.17V.4.1.DA50 TIG Torch 17, Valve, 4mt, 1 pc, Dinse 50

95.17V.8.1.DA25 TIG Torch 17, Valve, 8mt, 1 pc, Dinse 25

95.17V.8.1.DA50 TIG Torch 17, Valve, 8mt, 1 pc, Dinse 50

Air Cooled
35% @ 140Amp DC 
35% @ 125Amp AC
ø 0.5mm - 2.4mm


